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Standard
3/4” Adjustment
45-10-071:  1/2” IPS
45-10-075:  3/4” IPS

Short
1/2” Adjustment
45-10-068:  1/2” IPS
45-10-065:  3/4” IPS

TWO PIECE RECESSED ESCUTCHEONS

File
EX4170

General Character:
Type 1010-1018 mild steel 0.40 - 0.42 mm thick
1/2” and 3/4” IPS

Corrosion resistant aluminum & stainless steel also available

Standard 401 Style Skirt
adjustable to 2” to 3”
with standard cup
(Item #45-10-041)

Available in Plastic 
(Item #45-25-090)

Short Taper Skirt
adjustable 3/4” to 1” 

with short cup
3/4” to 1-7/8” with standard cup

(Item #45-10-061)

Flush Skirt
adjustable 1/4” to 3/4”

with short cup
1/4” to 1-5/8” with standard cup

(Item #45-10-051)

ESCUTCHEON SKIRTS 

Extra Deep Skirt
adjustable 3” to 5”
with standard cup
(Item #45-10-047)

General Character:
Type 1010-1018 mild steel
0.40 - 0.42 mm thick
1/2” and 3/4” IPS

Corrosion resistant
aluminum & stainless steel
also available

All Cups Interchangeable with Skir ts

All skir ts Interchangeable with cups
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3 PC.EXTENDED ESCUTCHEONS
Split tub e allows installation af ter standard cup is
installed . (Split tubes also available separately)

2 PC.EXTENDED ESCUTCHEONS

Standard Cup
45-10-001 1/2” IPS
45-10-002:  3/4” IPS

Short Cup
45-10-031 1/2” IPS
45-10-032:  3/4” IPS

Chrome Plated or Whit e Steel
Dimensions: 
4.5” coverage
Depth adjustable 2-7/8” x 4-7/8”

(Item #45-10-280)

Extra Long Cup
45-10-003EL: 1/2” IPS

Chrome Plated, White, Brass, Antique Brass, Off-White, Black

Chrome Plated or Whit e Steel
Four Models, adjustable from:
4” to 5-1/4” deep:  45-10-010
6” to 7-1/4” deep:  45-10-012
8” to 9-1/4” deep:  45-10-014
10” to 11-1/4” deep:  45-10-016

Chrome Plated, White, Brass, Antique Brass, Off-White, Black

Large
(1-1/4” Adjustment)
45-10-081:  1/2” IPS
45-10-085:  3/4” IPS

ESCUTCHEON CUPS

Over 50 styles of fire sprinkler/piping escutcheons & wall plates in six different finishes.
Manufactured from stamped steel,plastic,aluminum,stainless steel,forged steel and brass.

One piece escutcheons 1/4”to 18”deep; Two & three piece adjustable escutcheons - recessed to 12”deep.

TWO PIECE ADJUSTABLE STEEL ESCUTCHEONS

FIRE SPRINKLER SPECIALTIES



ONE PIECE FIRE SPRINKLER ESCUTCHEONS

2

1/4”
deep 2”

deep

3”

Finishes:  Chrome Plated, White, Brass, Antique Brass, Off-White

General Character: Type 1010-1018 mild steel 0.40 - 0.42 mm thick
1/4” thru 2” deep
1/2” or 3/4” IPS
(Item # 45-15-020 thru 45-20-039)

STEEL ONE PIECE ESCUTCHEONS

ALUMINUM & STAINLESS STEEL ONE PIECE ESCUTCHEONS

One Piece Extended Escutcheon (Up to 15”deep)
Polished Aluminum or Stainless Steel
Custom Sizes Available

One Piece Escutcheons Up to 2”deep
3”coverage - 1/4”to 2”depth
specify 1/2”or 3/4”IPS
Polished Aluminum, chrome, white or Stainless 
Custom Sizes Available
(Item #45-25-271 thru 279)

(Item # 45-25-296 thru 299)

Corrosion resistant plastic 
Chrome plated and white 
1/2” IPS x 5/8”deep
(Item # 45-25-092)

Stock Finishes:  polished aluminum, stainless steel

ALUMINUM & STAINLESS STEEL TWO PIECE ESCUTCHEONS

(Item #45-25-280) (Item #45-25-282) (Item #45-25-288) (Item #45-25-290)(Item #45-25-292) (Item #45-25-294) (Item #45-25-286)

•Injection Molded Plastic
•For 3/8”threaded rod
(Chrome Item #45-15-505)

(White Item #45-15-506)

TWO PIECE ADJUSTABLE ESCUTCHEONS

STANDARD 401 STYLE
Corrosion resistant injection molded plastic - great for outdoor applications
Stock Finishes:chrome plated and white 
1/2” IPS

(Item #45-25-090)

PLASTIC TWO PIECE PENDANT ESCUTCHEONS

PLASTIC ONE PIECE ESCUTCHEONS PLASTIC ROD BUTTON

FIRE SPRINKLER SPECIALTIES
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REPLACEMENT FIRE SPRINKLER ESCUTCHEONS

401 Style standard cup split & tabb ed.
To be used with all four skir ts

Stock finishes:chrome plated & white
Item# 45-20-269, 45-20-270

1010-1018 mild steel
0.40 - 0.42 mm thick

TWO PIECE SPLIT CUP PENDANT

1.875" 2.175"

Side ViewTop View

Adjustable depths fr om 1/4” to 4” with one of f our diff erent skir ts (see page 1)

Cup

TWO PIECE STEEL SPLIT RECESSED

Shallow one piece split and tabbed canopy.

Side View

1/4"3"

ONE PIECE STEEL SPLIT ESCUTCHEON

010-1018 mild steel
0.40 - 0.42 mm thick

1/2”  IPS
Two piece split cup opens
then fastens around pip e

...skir t fits around cup 

Top View

Stock finishes:
white & chrome plated

(Item #45-20-259)

Stock finishes:
white & chrome plated

45-20-250:  1/2” IPS
45-20-251:  3/4” IPS

Adds 1/8” or 1/4” depth t o
One piece canopies

Stock finishes:  white & chrome plated
45-20-253:  5/8” deep
45-20-254:  1/4” deep

depth

ALUMINUM SPLIT CUP ESCUTCHEONS 

3”

501 FLUSH/RECESSED STYLE:
Cup split across bottom and on one side.

Cup opens then closes around pipe,skirt fits over cup
1/2”or 3/4”ips

Polished aluminum & white

(Item #45-20-268)

PENDANT STYLE:
Cup split across bottom & on one side.

Opens then closes around pipe...
skirt fits over cup
45-20-261 - 1/4” deep
45-20-263 - 1/2” deep
45-20-265 - 3/4” deep
45-20-267 - 1” deep

PLASTIC 1 PIECE SPLIT ESCUTCH PLASTIC SHIM RING

White: 45-20-252
Chrome plated: 45-20-252CP

KYDEX SPLIT RING          Conceal oversized holes & cutting errors in ceiling tile
Fire resistant plastic 1/32”thick
Simply flex open and install around existing sprinkler drop.
Custom sizes available

Kydex Split Ring:  Item # 45-15-500

Kydex Ring without Split:  Item #45-15-501
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WALL PLATES

HEAVY GAUGE STEEL SPLIT RING F/C PLATE

PLASTIC SPLIT RING F/C PLATE 

LIGHT GAUGE STEEL SPLIT RING F/C PLATE

ALUMINUM /STAINLESS STEEL                                           ALUMINUM/STAINLESS STEEL
Split Ring with Set Screw
Corrosion resistant floor & ceiling plate 

Available 3/8”to 18”IPS and CPS

(Item # 45-19-205 thru 236)

Split Ring
Corrosion resistant floor & ceiling plate 

Available 3/8”to 18”IPS and CPS

(Item # 45-21-097 thru 118)

Hinged or easy installation &
centering on pip e.

•Available 3/8”to 2”IPS and 3/8”to 1-1/2”CPS

•Stock finish:chrome plated

(Item # 45-20-200 thru 45-20-216)

Hinged floor and ceiling plate with
spring steel inserts and positive locking tabs

•Available 1/4”to 10”IPS and 3/8”to 4”CPS

•Stock finish:chrome plated

(Item # 45-20-106 thru 45-20-121)

SOLID FORGED WALL PLATES

Simply b end open and snap closed.
•Tough, Non-Breakable, 100% Rustproof, injection molded plastic

•Available 3/8”to 8”IPS and 1/2”to 8-1/2”CPS

•Stock finishes:chrome plated &white
(Item # 45-25-100 thru 45-25-211)

Heavy duty solid chrome
plated forged brass
with set screw.

1/2” IPS thru 6”IPS
Item # 45-19-002CP thru 45-19-140CP

CHROME PLATED FORGED BRASS RETROFIT SPLIT-TABBED CHROME PLATED

Heavy duty chrome plated forged brass
split
with locking tabs and set screw

Fits around existing pipe

1/2” IPS thru 6”IPS
Item # 45-18-002 thru 45-18-040

Heavy duty forged brass with
set screw

1/2” IPS thru 6”IPS

Item # 45-19-005BR thru 45-19-140BR

FORGED BRASS

Heavy duty forged steel

with set screw

1/2” IPS thru 6”IPS

Item # 45-19-002 thru 45-19-140

GALVANIZED FORGED STEEL

FIRE SPRINKLER SPECIALTIES
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HEADGUARDS

FOR PROTECTION OF SPRINKLER HEADS IN INDUSTRIAL APPLICATIONS (storage racks, low drops, etc.)

HEAT COLLECTOR
12”x 12”with 1/2” IPS hole

.040 Aluminum

Powder coated white

Red Powder Coated
Heavy wire construction with la tch hooks,
exposed for easy installation

ONE PIECE DOUBLE HOOK 2 PIECE UNIVERSAL 

45-30-150:  1/2” IPS
45-30-157:  3/4” IPS
45-30-153:  baffle plate 

45-30-100:  1/2” IPS
45-30-104:  3/4” IPS
45-30-103:  with baffle plate
available chrome plated or white 

Item #45-30-158

Plastic
Protectiv e
Head Cap

3”  45-10-071PROT
6”  45-10-071PROT6

12 Head Box

6 Head Box

3 Head Box

6 Large Head Box  (ESFR)
All boxes are made out of heavy gauge steel

Knockouts and shelf to
accommodate any 1/2”or 
3/4”heads

All-welded construction and hinge

Powder coated red enamel 

Slotted for easy mounting with screws,rivets
or strapping.

(65-10-152) (65-10-150)

(65-10-151)

SPARE HEADBOXES

Available with spot
welded 4-1/2”
baffle plate

(65-10-151A)

FIRE SPRINKLER SPECIALTIES



Full Cooper Wheelock Line available, including Sync Modules,Power Path Appliances,Voice Link Systems 
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Item #

65-16-124

65-15-126

65-15-125

ALARM PRODUCTS

FIRE ALARM BELLS

• Two wire, 120 and 24 volt
• Indoor and outdoor installa tion
• Weatherproof Backbox

FIRE ALARM BELL ACCESSORIES

.020 Aluminum

Red Aluminum
with Whit e Copy 

FIRE ALARM BELL SIGNS

Heavy wire construction
One size fits  6”, 8” and 10”
Bells

Red:  Item #45-30-200
Silver:  Item # 45-30-205

COOPER-WHEELOCK® HORNS AND STROBES

6” Round 
(50-10-172A)

9” x 7”
(50-10-171)

FIRE ALARM BELL
PROTECTORS

•8 Field selective alarm tones

•Up to 100 dBA at 40 mA

•High or standard sound output selection

•12,24,VDC and 115 VAC models

MT4 115 VAC
Strobe/Horn 

Model

MT-24-SLM-VFR Strobe/Horn

MT4-115R Horn Only

MT4-115-WH-VFR

Input
Voltage

24

--

115 VAC

Rated
Candela

15/75

--

15

Ave. Strobe
Current

.138

---

.060

65-15-100

65-15-103

65-15-105

65-15-110

65-15-112

65-15-120

10” (120 V AC)

8” (120 V AC)

6” (120 V AC)

10” (24 V DC)

6” (24 V DC)

back box

AS Strobe
(65-16-110)

AH-WP
(65-16-123)NS/NS4 (65-16-100)

RSS-241575W-FR
(65-16-140)

MIZ-24-W
(65-16-130)

CH70 Chime Strobe
(65-16-150)

FIRE SPRINKLER SPECIALTIES



THIS PRODUCT IS SOLD AS IS AND WITH ALL FAULTS. PROPER INSTALLATION IS REQUIRED TO AVOID RISK OF FAILURE.
ARGCO MAKES NO WARRANTY OF ANY KIND FORTHIS PRODUCT. USE THIS PRODUCT AT YOUR OWN RISK. ARGCO WILL NOT PROVIDE FOR REPLACEMENT OF THIS
PRODUCT NOR WILL WE BE RESPONSIBLE FOR ANY DIRECTOR CONSEQUENTIAL DAMAGES ASSOCIATED WITH THE USE OF THIS PRODUCT.
This product should only be used when no other installation option is available and then only installed under controlled and supervised conditions.This product has neither been tested nor
approved by any agency or authority as being a universally accepted product for the extension of sprinklers. Proper installation requires the proper use of tools and an adequate amount of
thread sealant as well as mating the extensions with properly threaded components.  Over-tightening will cause failure of the brass sprinkler extensions in almost every case.
Evidence of failure may not be visible by inspection and the absence of apparent leaks during hydro-testing may not reveal product failure.  By installing this product you acknowledge that
you accept responsibility for use of this product.

GAUGES

4” FIRE SPRINKLER PRESSURE GAUGES
65-10-160:  0-300 PSI air/water

65-10-161:  0-300 PSI water

65-10-162:  0-80-250 PSI air w/retard

65-10-163:  0-300 PSI air

65-10-179:  0-600 PSI water

65-10-180:  0-300 psi  glycerine filled (2-1/2”)
NON-UL

2” PRESSURE GAUGES
65-10-185:  100 PSI
65-10-186:  200 PSI
65-10-187:  300 PSI

Plastic Back Case

Fire Sprinkler Gauge Kit : Includes 1/4”3 way valve,
1/4”x 4”nipple and 1/4”plug 1/2”x 1/4”bushing

personalization

available in

quantities of 120

or more Available with Steel
or Plastic Back

SPRINKLER STOP

Protect your building fr om fire and water damage.
Shut off accidentally activated sprinkler heads before fire crews arrive without shutting down system...
protecting the rest of the building! 

•Stop the flow of water without shutting down the entire system.

•Designed to fit recessed and pendant style fire sprinklers...including residential heads

•Beveled rubber stopper completely stops water flow from sprinkler head orifice 

•Easily fits into spare sprinkler head box.

•6-3/4” long & weighs 10 ounces.

Lock into
place...

...rotate handle until
beveled rubber
stopper seals sprinkler
orifice
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(Item #30-99-180)

•Forged brass body
•Hex shape for installation with wrench
•Fire safe

1/2” x 1/2” thru 2” IPS: 65-20-240 to 65-20-244
3/4” x 1/2” thru 2” IPS:  65-20-245 to 65-20-249

INSPECTION TEST VALVE         SPRINKLER EXTENSIONS

INSPECTION TEST VALVE 3-WAY

Permits inspector to check
accuracy or replace gauge
without shutting down entire
line.

•1/4”IPS

•200 PSI

(Item # 65-20-190)

FIRE SPRINKLER SPECIALTIES



SPRINKLER IDENTIFICATION SIGNS

.020 Aluminum or Pressure Sensitiv e Vinyl Decals • Available generic signs or personalized

All tags and decals available Generic or Personally customized with
your company’s name,logo,address and phone.

•White Vinyl Decals with Bright Red Copy

•Card stock with choice of paper color and ink color

IDENTIFICATION SIGNS • SERVICE DECALS • INSPECTION TAGS

INSPECTION TAGS & DECALS

Florida Tag
(50-41-275)

5 Yr. Tag
(50-40-270)

Quarterly
Tag 

(50-40-271)
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6 x 2 AIR CONTROL 
6 x 2 AIR LINE 
6 x 2 ALARM LINE
6 x 2 ALARM TEST
6 x 2 ANTI-FREEZE SYSTEM
6 x 2 AUTO SPRINKLER SHUT-OFF
6 x 2 AUXILIARY DRAIN
6 x 2 COMBINATION STANDPIPE
6 x 2 CONTROL VALVE
6 x 2 DO NOT CLOSE
6 x 2 DRAIN
6 x 2 DRUM DRIP
6 x 2 DRY STANDPIPE
6 x 2 ELEVATOR FIRE SPR. CONTROL VALVE
6 x 2 ENTIRE SYSTEM
6 x 2 FIRE ALARM CONTROL PANEL INSIDE
6 x 2 FIRE DEPARTMENT CONNECTION
6 x 2 FIRE HOSE VALVE
6 x 2 FIRE SPRINKLER ALARM
6 x 2 FIRE SPRINKLER CONTROL VALVE
6 x 2 FIRE SPRINKLER PIPE
6 x 2 FIRE SPRINKLER RISER
6 x 2 FIRE SPRINKLER RISER INSIDE
6 x 2 FIRE SPRINKLER VALVE
6 x 2 FIRE SPRINKLER WATER
6 x 2 IN THIS BUILDING
6 x 2 IN THIS SECTION
6 x 2 INSPECTORS TEST
6 x 2 ISOLATION VALVE
6 x 2 KEEP DOOR CLOSED AND LATCHED
6 x 2 LOW POINT DRAIN
6 x 2 MAIN CONTROL
6 x 2 MAIN DRAIN
6 x 2 NORMALLY CLOSED
6 x 2 NORMALLY OPEN
6 x 2 OPEN SPRINKLER
6 x 2 OPEN SPRINKLER CONTROL 
OPEN SPRINKLER DRAIN

6 x 2 OPEN VALVE
6 x 2 SCHEDULE SPRINKLER SYSTEM
6 x 2 SPRINKLER TEST VALVE
6 x 2 SPRINKLER
6 x 2 SPRINKLER DRAIN VALVE
6 x 2 SPRINKLER VALVE ROOM
6 x 2 STANDPIPE SYSTEM
6 x 2 TEST & DRAIN
6 x 2 TEST VALVE
6 x 2 WATER MOTOR LINE
6 x 2 WET STANDPIPE
6 x 2 WET STANDPIPE SHUT-OFF
6 x 2 WHITE BLANK NO PRINTING
6" ROUND FIRE ALARM BELL 
6 x 4 COMBINATION STANDPIPE SHUT-OFF
6 x 4FIRE ALARM CONTROL PANEL LOCATED...
6 x 4 FIRE DEPARTMENT CONNECTION
6 x 4 FDC - AUTO SPRINKLER
6 x 4 FIRE DEPT. CONNECTION STANDPIPE
6 x 4 WET STANDPIPE CONTROL
6 x 4 WET STANDPIPE SHUT-OFF
5 x 7 FDC (ARROW DOWN) 
5 x 7 DRY STANDPIPE FIRE DEPT. USE
5 x 7 HYD CALC SYS -NFPA 
5 x 7 HYDRAULIC SYSTEM
8 x 3 FIRE DEPT USE NO WATER
8 x 8 FDC DIAMOND SHAPE
8-1/2 x 11 HYDRAULIC DATA PLATE
8 x 3 COLD WEATHER VALVE
8 x 3 FIRE HOSE IN OTHER STAIRWAY
8 x 3 FIRE STANDPIPE IN OTHER STAIRWELL
8 x 4 FDC (CAST ALUM)
9 x 7 CONTROL VALVE
9 x 7 CURB VALVE
9 x 7 FIRE ALARM BELL - CALL FIRE DEPT/ 911
9 x 7 SPRINKLER CONTROL VALVE
9 x 7 STANDPIPE CONTROL VALVE
9 x 7 THIS VALVE CONTROLS ... STANDPIPE

10 x 12 FDC (arrow down)
11 x 8-1/2 HOSE VALVE OUTSIDE STAIR
12 x 8 FDC
12 x 10 FDC 
12 x 10 FDC AUTO SPRINKLER
12 x 10 FDC STANDPIPE
12 x 10 FIRE SPRINKLER RISER ROOM
12 x 12 FDC (DIAMOND SHAPE)
12 x 8" PREACTION CONTROL VALVE LOCATED
12 x 10 AUTO SPRK LOCATED
12 x 10 AUTOMATIC SPRINKLER IN BASEMENT
12 x 10 AUTOMATIC SPRINKLER IN GARAGE 
12 x 10 AUTOMATIC SPRINKLER SHUT-OFF
12 x 10 COMBO AUTO SPRINKLER & STANDPIPE
12 x 10 DO NOT OPEN HYDRANT
12 x 10 HYDRANT CONNECTED
12 x 10 SIAMESE CONNECTION FOR FIRE DEPT
12 x 10 SPRINKLER CONTROL VALVE
12 x 10 SPRINKLER FIRE ALARM
12 x 10 SPRINKLERS THROUGHOUT BLDG
12 x 10 STANDPIPE
12 x 10 STANDPIPE SHUT-OFF
12 x 10 STANDPIPE SHUTOFF VLV LOCATED
12 x 4 FIRE HOSE
12 x 4 SPRINK SYS BASEMENT 
12 x 6 AUTO SPRK ALL FLOORS
12 x 6 SPRINKLER DRAIN VALVE
14 x 10 INSPECTOR TEST VALVE LOCATED
14 x 10 MAIN CONTROL VALVE LOCATED BEHIND DOOR 
14 x 7 FDC RED REFLECTIVE
24 x 12 SPRINKLER CONTROL VALVE
24 x 12 SPRINKLER VALVE ROOM
24 x 12 FIRE DEPT. CONNECTION

Zinc-Plated
Sign Chain
100 ft. box

(Item #50-99-100)



2-Way Straight Patt ern Single Clapper

65-10-200:  4” (F) NPT outlet x 2-1/2”(F) x 2-1/2”(F) NST

Finish:  rough brass, polished brass,
chrome plated brass, polished chrome

2 Way 90 Degree Patt ern Single Clapper

65-10-205:4” (F) NPT outlet x 2-1/2”(F) x 2-1/2”(F) NST

Finish:  rough brass, polished brass,
chrome plated brass, polished chrome

FIRE DEPARTMENT INLET CONNECTIONS

STRAIGHT PATTERN FDC BODIES
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90° PATTERN FDC BODIES

FLUSH STRAIGHT PATTERN INLET CONNECTIONS

65-10-260: 2 way straight body  4” grooved outlet x 2-1/2” (F) NST
65-10-260C:2 way straight body  4” grooved outlet x 2-1/2” (F) NST complete (includes snoots, plugs, wallplate)

65-10-261: 3 way straight pattern body  4” grooved outlet x 2-1/2” (F) NST complete (includes snoots, plugs, wallplate)

65-10-262C: 4 way straight pattern body  4” grooved outlet x 2-1/2” (F) NST complete (includes snoots, plugs, wallplate)

FLUSH 90° PATTERN INLET CONNECTIONS
65-10-265:  2 way 90° pattern body  4” grooved outlet x 2-1/2” (F) NST
65-10-265C:  2 way 90° pattern body  4” grooved outlet x 2-1/2” (F) NST complete (includes snoots, plugs, wallplate)

65-10-266:  3 way 90° pattern body  4” grooved outlet x 2-1/2” (F) NST complete  (includes snoots, plugs, wallplate)

65-10-267:  4 way 90° pattern body  4” grooved outlet x 2-1/2” (F) NST complete (includes snoots, plugs, wallplate)

Flush mount double clapper fire department connection. Double clapper design ensures water supply from supplementary source from
either one or two servicing hoses.Inlet Connection allows in excess of 500 G.P.M. supplementary water supply for fire protection system.

2-1/2” SINGLE INLET CONNECTION
65-10-202:
2-1/2” (F) outlet x 2-1/2” (F) NST snoot & swivel 
Finish: rough brass, polished brass, chrome plated brass

2-1/2” SINGLE INLET CONNECTION - COMPLETE
65-10-202C:
2-1/2” (F) outlet x 2-1/2” (F) NST snoot & swivel 
Includes:  2-1/2” plug with chain & wallplate:  “AUTO SPKR”

65-10-202CALB:Brass Plated Aluminum

SINGLE INLET FIRE DEPARTMENT CONNECTIONS

Branding:  “AUTO-SPKR”
City threads:  Chicago, Cincinnati, Cleveland, Denver, Detroit,
Louisville, New York Corp, New York FD,  Phoenix, Pittsburgh, Pueblo,
Raleigh, Toledo, and more.

3-Way Straight Pattern Double Clapper Available -
Call for Details

Branding:  “AUTO-SPKR”
City threads:  Chicago, Cincinnati, Cleveland, Denver, Detroit,
Louisville, New York Corp, New York FD,  Phoenix, Pittsburgh,
Pueblo, Raleigh, Toledo, and more.

90° Pattern Sidewalk Connections Available -
Call for Details

1-1/2” SINGLE INLET RESIDENTIAL CONNECTION
Straight-through,non-clappered design with female outlets. Exposed type for residential “Automatic” sprinkler systems.

65-10-201:  1-1/2” (F) outlet x 1-1/2” swivel (F) NST 

Includes:1-1/2” plug with chain and  4-7/16” O.D. round wallplate “AUTO SPKR”

Finish: rough brass

City threads:  Chicago, Cincinnati, Cleveland, Denver,
Detroit, Louisville, New York Corp, New York FD,  Phoenix,
Pittsburgh, Pueblo, Raleigh, Toledo, and more.

FIRE EQUIPMENT
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FDC WALL PLATES    

PERSONALIZATION
AVAILABLE

65-10-310:  2-1/2” round (Brass or Brass Plated Alum.) “AUTO SPKR”
65-10-311:  2-1/2” round (Chrome Plated Brass or Alum.) “AUTO SPKR”
65-10-330:  4” x 10” round (Red Aluminum) “AUTO SPKR”
65-10-340:  4” x 10” round (Red Plastic) “AUTO SPKR”
65-10-350:  4” x 10” round (Brass or Alum.) “AUTO SPKR”  
65-10-360:  4” x 10” round (Chrome Plated Brass) “AUTO SPKR”
65-10-370:  4” x 10” round (Polished Chrome) “AUTO SPKR”

FDC PLUGS
Male plug to cover FDC

65-10-400:1-1/2” (M) plug with chain
65-10-410:2-1/2” (M) plug with chain

Finishes:  Polished brass, polished chrome 
Chrome Plated Aluminum

City threads available in 2-1/2” plugs

Breakable Red Caps
Eye bolts and nuts included.

65-10-450:2-1/2” aluminum
65-10-451:2-1/2” plastic

FDC BREAK CAPS

Available branding:  Auto Sprinkler, Standpipe, Standpipe/Auto Sprinkler

FDC ACCESSORIES

ADAPTERS

REDUCING ADAPTERS
65-20-035:reducer 2-1/2” (F) NST x 1-1/2” (M) NST
65-20-035-NPSH:reducer 2-1/2” (F) NST x 1-1/2” (M) NPSH
65-20-036:reducer 2-1/2” (F) NST x 2” (M) NPT
65-20-035-GHT:reducer 2-1/2” (F) NST x 3/4” (M) GHT

Finishes:Cast brass, polished brass available

City threads available

HEX ADAPTERS
65-20-037M:2-1/2” (M) NPT x (M) NST
65-20-038M:1-1/2” (M) NPT x (M) NST
65-20-037F:2-1/2” (F) NPT x (F) NST
65-20-038F:1-1/2” (F) NPT x (F) NST
65-20-037:2-1/2” (F) NPT x (M) NST
65-20-038:1-1/2” (F) NPT x (M) NST
65-20-035SW:2-1/2” NST swivel only

Finishes:Cast brass, polished brass available

City threads available

•300 p.s.i.rated pressure
•Vertical or horizontal installation
•Spring loaded

65-10-210:4” groove x groove swing check valve
Finish:  rough brass

CHECK VALVES BALL DRIP VALVES

65-20-180:  1/2” x 1/2” straight ball drip valve
65-20-179:  3/4” x 3/4” straight ball drip valve

STORZ CONNECTIONS
Lightweight aluminum alloy - hardcoated to
reduce corrosion and abrasion

Straight Rigid,30° Elbow

Available with screen

STORZ CONNECTIONS:

65-10-220:4” storz x 4” NPT (F) rocker lug
65-10-221:5” storz x 4” NPT (F) rocker lug

65-10-220S:4” storz x 4” NPT (F) with screen
65-10-221S:5” storz x 4” NPT (F) with screen
65-10-232S:4” storz x 4” 30° elbow with screen
65-10-233S:5” storz x 4” 30° elbow with screen

65-10-290:4”storz cap with chain
65-10-291:5” storz cap with chain

65-10-232:4” storz x 4” swivel IPT (F) 30 degree elbow
65-10-233:5” storz x 4” swivel IPT (F) 30 degree elbow

FIRE EQUIPMENT



FIRE HOSE CAPS
65-20-025:  1-1/2” NST cap and chain brass
65-20-026:  1-1/2” NST cap and chain plastic
65-20-030:  2-1/2” NST cap and chain brass
65-20-031:  2-1/2” NST cap and chain plastic

Finishes:
Brass caps available rough brass or chrome
Brass Plated & Chrome Plated Aluminum
Red Plastic 

City threads Available

OUTLET CONNECTIONS (HYDRANTS)
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SINGLE OUTLET CONNECTIONS
Single Outlet Connection

65-20-037:  Single outlet hexagon hose adapter Female 2-1/2” NPT x 2-1/2” Male NST
Finish:  Cast brass
Optional Finish:  Chrome plated brass

HOSE VALVES

Angle Hose Valves and Straight Hose Valves
Aluminum handwheel
300 PSI pressure rating

65-20-005:  Angle Hose Valve 1-1/2” (F) NPT x 1-1/2”(M) NST
65-20-004:  Angle Hose Valve 1-1/2” (F) NPT x 1-1/2”(M) NPT
65-20-010:  Angle Hose Valve 2-1/2” (F) NPT x 2-1/2”(M) NST

65-20-014:  Straight Hose Valve 2-1/2”(F) NPT x 2-1/2”(M) NST

Finish:  cast brass -- Available chrome plated brass 
City threads Available

Pressure Restricting Valves
65-20-011:  1-1/2”(F) NPT x 1-1/2”(M) NST
65-20-012:  2-1/2”(F) NPT x 2-1/2”(M) NST
Finish:  cast brass 

Hydrant Gate Valve
65-20-020:  2-1/2”(F) NST x 2-1/2”(M) NST
with Speed Handle
Finish:  cast brass 
City threads available

HOSE RACK NIPPLES
65-20-040:  1-1/2” (M) NPT x 1-1/2” (M) NST
65-20-042:  2-1/2” (M) NPT x 2-1/2” (M) NST

Finish:  Polished Brass

RACK PACKS
Standard Assembly Components 
• Hose Rack,Red Enamel Steel
• Rack Nipple 1½"
• Lined Rack Hose 1½",500 PSI
• Hose Coupling 1½"  
• Fog Nozzle 1½"

* Angle Valve 1½" available

RACK PACKS:
65-10-810:   1-1/2" x 75' Rack Hose and Red Lexan Nozzle
65-10-811:  1-1/2" x 75' Rack Hose and Brass Nozzle
65-10-812:  1-1/2" x 100' Rack Hose and Red Lexan Nozzle
65-10-813:  1-1/2" x 100' Rack Hose and Brass Nozzle

HOSE
65-10-801:  1-1/2” x 100 FT brass couplings
65-10-802:  1-1/2” x 75 FT brass couplings
65-10-803:  1-1/2” x 50 FT brass couplings

NOZZLES
65-10-805:   Red Lexan adjustable straight stream, fog nozzle.  1-1/2"
65-10-806: Chrome plated cast brass adjustable fog nozzle.  1-1/2"
65-10-807:  Play Pipe Brass 2-1/2" Inlet with swivel handle NST thread

RACKS
65-10-820:  Semi Automatic swing rack to hold 1-1/2" x 75' 19 fold
65-10-821: Semi Automatic swing rack to hold 1-1/2" x 100' 23 fold
65-10-830: Stationary Pin Rack 1-1/2" x 100’  synthetic rack hose.

65-10-860:
2-1/2" Adjustable Hydrant
and Coupling Wrench 20" 

65-10-861: 
2-1/2" Coupling Combination Hose
and Hydrant Wrench. 

HYDRANT WRENCHES

FIRE EQUIPMENT
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•New heavy pattern valve

- water,oil &gas - 300 psi

•30% heavier than standard globe valve

•Rising stem

•Standard installation trim and drain

valves for the fire sprinkler industry

•Water,oil &gas - 200 PSI

•Rising stem

FIRE SPRINKLER VALVES 

These valves are recommended where tight shut-off and frequent operation is required

HEAVY PATTERN GLOBE VALVES

1/4” thru 2”
Item # 65-20-044 thru 65-20-070

STANDARD GLOBE VALVES

•Standard installation trim and drain valves for the Fire Sprinkler Industry

•Water,oil or gas - 200 psi

•Rising stem

NEW - 65-20-100HV:  heavy pattern 2” 300psi

HORIZONTAL SWING
CHECK VALVES
•Built for a tight seal on backflow

•Water,oil &gas - 200 psi
NOTrecommended for pulsating or vibrating service

INLINE CHECK VALVES
Spring loaded,Buna-N Seat
Horizontal or Vertical installation

1/2” thru 2”
Item # 65-20-045HV thru 65-20-070HV

3/4” thru 2”
Item # 65-20-080 thru 65-20-100

1/2” thru 2”
Item # 65-20-105 thru 65-20-130

1” thru 2”
Item # 65-20-140 thru 65-20-151

ANGLE VALVES -  RUBBER SEAT

1” IPS: 65-20-184 
1-1/4” IPS: 65-20-183
1” IPS w/ shut off: 65-20-184W/SO
1-1/4” IPS w/shut off: 65-20-183W/SO  

Flow indicator with or without built-in 1/2”

restricted orifice for inspector’s test flow of

200 PSI,fire sprinkler systems

PRESSURE RELIEF VALVES  
•Cast brass body
•50-200 PSI
•Use in grid and residential systems
where pressure relief is required

•Features sight glass that can be positioned
either vertically or horizontally.

•Brass construction with teflon seats  

•175 p.s.i.

adjustable 1/2” x 1/2” (65-20-160)
non-adjustable 1/2” x 1/2”: (65-20-161) 

SIGHT GLASS

Test & Drain with Shutoff

1” IPS: 65-20-185
1-1/4” IPS: 65-20-186

TEST & DRAIN VALVE

VALVES



GATE VALVES
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BRASS • 200# & 300# • 125 wsp & 150 wsp • IPS & CxC
•Full flow,200 PSI water,oil or gas

•Non-rising stem

•Heavy duty handle

•Solid wedge disc

200#
IPS:  1/2” to 4” (Item #65-20-502 thru 65-20-510)
CxC:  1/2” to 2” (Item #65-20-512 thru 65-20-517)

300#
IPS:  1/4” to 4” (Item #65-20-520 thru 65-20-530)
CxC:  3/4” to 2” (Item #65-20-533 thru 65-20-537)

HOSE VACUUM BREAKER
ANTI SIPHON DEVICE

•Connects to any hose thread

•Break-off bolt

3/4” x 3/4”
Item # 65-20-329

HOSE BIBBS
•Tee handle or Quarter Turn Styles

•Heavy duty construction

•1/2”fits CxC or MIP

•Combination inlet fits both 1/2”CxC or 1/2”MIP

BOILER DRAINS

•Heavy pattern
•Heavy duty handle
•Combination inlet fits both 1/2”CxC or 1/2”MIP

1/2” CxC/MIP: Item #65-20-338
3/4” MIP:  Item #65-20-339

with Stuffing Box:
1/2” CxC/MIP: Item #65-20-340
3/4” MIP:  Item #65-20-341

BALL VALVES
Forged Brass - Full Port   600# • IPS & CxC

•Quality forged brass construction eliminates porosity

•Maximum temperature is 400° @ 100 psi WOG

•PTFE seats and seals

•150 WSP
1/4” to 2” IPS UL Listed (Item # 65-20-400UL-407UL)

2-1/2” to 4” IPS (Item #65-20-408 to 65-20-410)

1/2”  to 2” CxC UL Listed (Item # 65-20-412UL-417UL)

2-1/2” & 4” CxC (Item #65-20-418 to 65-20-419)
Also available:
Standar d Port  400# • IPS & CxC

PVC  BALL VALVES
Schedule 40 • 150 psi

ISO 9002

GAS BALL VALVES
•Forged brass construction
•PTFE seats and seals

1/2” IPS F x F (Item # 65-20-902)

3/4” IPS F x F (Item # 65-20-903)

Slip:
1/2” to 2” (Item # 65-21-101 to 106)

Threaded:
1/2” to 2” (Item #65-21-121 to 126)

Compression Couplings:
1/2” to 6” (Item #65-21-141 to 151)

Expansion Couplings:
3/4” to 4” (Item #65-21-155 to 161)

VALVES

PLUMBING VALVES

Tee Handle
1/2”MIP/CxCx3/4” HOSE END:  Item #65-20-300
3/4” MIPx3/4” HOSE END: Item #65-20-301
Quarter Turn:
1/2”MIP/CxCx3/4” HOSE END:  Item #65-20-936
3/4” MIPx3/4” HOSE END: Item #65-20-937
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SWIVEL RING HANGERS

SWIVEL RING HANGER
(Loop Hanger)

Rubber or Felt Lined
Advantages:
•Corrosion resistant
•Vibration control
•Sound insulation
•Won’t slip out

C US

For suspension of non-insulated stationary pipe lines in light duty applications

•Low carbon steel

•Finishes: plain,electro-zinc plated

1/2” to 4” (Item # 25-50-230 series)

LIGHT DUTY CLEVIS

For suspension of non-insulated stationary pipe lines

•Low carbon steel

•Finishes:plain,electro-zinc plated  --  sound insulation available

•Conforms with Federal Specification WW-H-171 (Type 1),
Manufacturers Standardization Society (MSS) SP-58 and SP-69 (Type 1)

1/2” to 12” (Item # 25-50-200 series)

STANDARD CLEVIS
CLEVIS HANGERS

For support of steel pipe,cast iron pipe and conduit risers
Carbon steel
Finishes: black,zinc-plated

sound insulation available

1” to 8” (Item # 25-50-070 thru 107)

RISER CLAMPS

Used to suspend non-insulated pipe lines
Carbon steel
Standard Duty
• Surface Finish:Black,Zinc Plated
• Industrial pipe hanger for hot or cold service where no insulation is required
1/2” to 8” (Item # 25-50-345 series)

STANDARD PIPE CLAMPS

HANGERS & FASTENERS

Material:Steel
Standard Finish:Zinc Plated
Service:Designed for suspending pipe,allowing for vertical adjustment.
Approvals:Underwriters' Laboratories Listed for 1/2" (15) thru 4" (100).
Complies with Federal Specifications WW-H-171 (Type 10).
Manufacturers Standardization Society MSS SP-69 & SP-58 Type 10,and
the National Fire Protection Association Code (NFPA).

1/2” IPS thru 8” IPS (Item # 25-50-008 thru 019)



15

CPVC PIPE STRAPS

CPVC Two-Hole Straps
•Horizontal or vertical position
•Used at side or bottom of beam
•Galvanized steel,supplied with hex screws

3/4” to 2” (Item #25-30-283 thru 287)

C US

CPVC Stand-Off
Two-Hole Strap No Block
•For mounting CPVC pipe to wood 
•Galvanized steel,supplied with hex screws

3/4” to 2” (Item #25-30-180 series)

•Allows support or restraint when installed
with tabs in the up or down position

•Galvanized steel,supplied with hex screws

3/4” to 2” (Item #25-30-160 series)

CPVC One-Hole  Strap

CPVC Two-Hole 90°
Side Mount Strap
•Top or bottom beam installation 
•Can be used as a restrainer from upward
movement of the sprinkler head

•Galvanized steel,supplied with hex screws

3/4” to 2” (Item #25-30-175 series)

C US

SPLIT RING HANGERS

Hinged & Two Screw
Malleable Iron Split Ring Stand-Off Hanger
• Surface Finish:Electro-zinc plated
• Recommended for the suspension of stationary non-insulated pipe lines
• Allows for piping runs close to ceiling or walls
• Conforms with Federal Specification WW-H-171 (Type 25),
Manufacturers Standardization Society (MSS) SP-58 and
SP-69 (Type 12)

• Bolt and rivet are carbon steel

Hinged: 3/8” to 2” (Item #25-30-246 series)

Two Screw: 3/8” to 2” (Item #25-30-245 series)

•Two piece design of heavy duty galvanized steel with 2 lock bolts.
•Allows for adjustments to accommodate varying pipe sizes.
•Rubber lining eliminates pipe rattling and vibration while holding the pipe firmly.
•Design of lining and clamp prevent lining from slipping out.
•Available with or without rubber lining.

3/8” to 4” IPS (Item #25-40-100A thru 112A)

The ULTIMATE Vibration & Sound Control System
Corrosion Control-  Protects against metal to metal contact

SONIC VIBRATION & SOUND CONTROL CLAMPS

SONIC SPIRAL DUCT CLAMPS
•Secure spiral ducts up to 24”with 3/8” threaded rod.

•Two piece design with 2 lock bolts that allow adjustment.

•Rubber vibration control lining reduces noise and resists corrosion

•Perfect for use with water heaters and expansion tanks.

4” to 24” IPS (Item #25-40-154 thru 167)

HANGERS & FASTENERS

File
VIXH.EX6587 

File
VIXH.EX6587 



Designed to secure fastening of beam clamp to a beam to eliminate possible movement of beam clamp
due to vibration.

Two different size holes on either side (7/16”or 9/16”)

Zinc Plated Steel

6” thru 14” lengths (Item # 25-50-350 series)

• Size Range:3/8” rod size
• Surface Finish:Black,Electro-zinc plated
• Structural attachment to lower flange of metal beams or purlins with 45° flanges

up to 2”long and 90° flanges up to 1-1/2”high
• Set screw made of hardened steel
• Conforms with Federal Specification WW-H-171 (Type 23),Manufacturers Standardization Society ANSI/MSS-SP-58
(Type 23);install in accordance with ANSI/MSS-SP-69

3/8” Available Plain or Zinc Plated (Item # 25-50-550)
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STEEL TOP
BEAM CLAMP

UNIVERSAL MALLEABLE BEAM CLAMPS
• Size Range:3/8”,1/2”and 5/8”rod sizes
• Surface Finish:Black,Electro-zinc plated
• Structural attachment to top or bottom of metal beams,purlins,channel,or angle iron
• Conforms with Federal Specification WW-H-171 (Type 23),
Manufacturers Standardization Society ANSI/MSS-SP-58
(Type 19 & 23),install in accordance with ANSI/MSS-SP-69

Standard Top Beam Clamps:
3/8” Available Plain or Zinc Plated (Item # 25-50-050)
1/2” Available Plain or Zinc Plated (Item # 25-50-055)
5/8” Available Plain or Zinc Plated (Item # 25-50-056)

Wide Throat Beam Clamps:
3/8” Available Plain or Zinc Plated (Item # 25-50-060)
1/2” Available Plain or Zinc Plated (Item # 25-50-065)
5/8” Available Plain or Zinc Plated (Item # 25-50-066)
C-Clamps:
3/8” Available Plain or Zinc Plated (Item # 25-50-068)
1/2” Available Plain or Zinc Plated (Item # 25-50-069)

3/8” and 1/2” sizes

BEAM CLAMPS

3/8” Zinc Plated Steel
(Item # 25-50-050STL)

MALLEABLE IRON Z-PURLIN CLAMP

BEAM CLAMP RATCHET WRENCH
Designed to be used with all 3/8”square head set screws as used with all
beam clamps,c-clamps and purlin clamps
(Item #30-35-106)

UNIVERSAL BEAM CLAMP RETAINING STRAP

BEAM CLAMP for Electr ical
Perfect for Electrical,Mechanical,and HVAC Applications
•Easy installation for beam flanges 1/8" to 3/4"
•Threaded hole on back and bottom
•Zinc plated steel

1/4”  threaded rod  (Item #25-50-052)
3/8”-16 threaded rod  (Item #25-50-053)

HANGERS & FASTENERS
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Malleable Iron Side Beam Connector
• Surface Finish:Black,Electro-zinc plated available
• Pre-threaded structural attachment fastens to wall or
the side of a joist to support hanger rod where two
Wood Drive Screws are necessary for proper support

•Complies with Federal Specification
WW-H-171E & A-A-1192A Type 35 and
Manufacturers Standardization Society MSS SP-69 & SP-58 Type 34.

3/8” rod size: (Item # 25-30-250)

STRUCTURAL ATTACHMENTS

STEEL EYE SOCKET
• Size Range:3/8”and 1/2”rod sizes
• Surface Finish:Electro-zinc plated
• Structural attachment used to join hanger rod to a structure

3/8” or 1/2” rod size:  (Item # 25-30-150 & 151)

•Designed for attaching hanger rod to a wood structure
•Allows installation to be flush with stable support
•Surface Finish:Electro-zinc plated

3/8” rod size:  (Item # 25-30-153)

C US

OFFSET STEEL EYE SOCKET

TAPPED ANGLE BRACKET
• Pre-threaded structural attachment fastens to wall or the side of a joist to support hanger rod
• Surface Finish:Electro-zinc plated
• Conforms with Federal Specification WW-H-171,
Manufacturers Standardization Society ANSI/MSS-SP-58;install in accordance with
ANSI/MSS-SP-69

3/8” rod size:  (Item # 25-30-258A)

3/8” rod size with knurled nut:  (Item # 25-30-259)

Designed for use with wood,steel or concrete beams to provide a means for supporting hanger rod.
• Size Range:3/8”&1/2”rod sizes
• Surface Finish:Electro-zinc plated,Black
• Structural attachment fastens to the wall or the side of a joist to support hanger rod
• Conforms with Federal Specification WW-H-171 (Type 35),
Manufacturers Standardization Society ANSI/MSS-SP-58(Type 34);
install in accordance with ANSI/MSS-SP-69

3/8” & 1/2” rod size:  (Item # 25-30-255 & 256)

ANGLE BRACKET

SIDE BEAM CONNECTOR

C US

C US

HANGERS & FASTENERS



STRUCTURAL ATTACHMENTS

Designed to provide a means for attaching hanger rod to wood beams or ceilings
•Size Range:3/8” rod size
•Surface Finish:Electro-zinc plated
•Structural attachment to support hanger rod from a ceiling or a wall.
3/8” rod size:  (Item #25-30-260A) 

Designed to provide a means for attaching hanger rod to wood beams or ceilings
•Size Range:3/8”or 1/2”rod size
•Surface Finish:Black
•Structural attachment to support hanger rod from a ceiling or a wall
3/8” & 1/2” rod sizes:  (Item #25-30-260 thru 25-30-261)

MALLEABLE IRON CEILING FLANGE

STEEL CEILING FLANGE

C US

CEILING ATTACHMENTS
(horizontal) with 3/8” rod

•For wooden or metal frames - horizontal installation
•Hammer cleats into place,then screw in permanently

3/8” rod size:  (Item # 25-40-240)

SIDE BEAM ATTACHMENTS
(vertical) with 3/8” rod
•For wooden or metal frames
vertical installation
•Hammer cleats into place,then screw
in permanently

3/8” rod size:  (Item # 25-40-241)
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•Designed for use as a vertical hanger attachment to wood.
•Machine threaded on one end and lag threaded on the other end.

•Finish: Plain,Electro-Galvanized

COACH SCREW RODS

HEX WOOD SCREWS
Use with 3/8”wrench into wood
1/4” shank x 3/8” UNC x 2” length (Item # 25-40-425)

3/8” rod x 4” thru 12” lengths
(Item #25-30-220 thru 224)

DRIVE SCREW HANGER BOLTS
•Use with 7/16”wrench into wood
•Finish: Electro-Galvanized

3/8” rod x 2-1/2” thru 4-1/2” lengths
(Item #25-40-420 thru 422)

THREADED ROD FASTENING

means of connecting two lengths of threaded
rod
Finish: Electro-Galvanized
Reducing couplings also available

ROD COUPLINGS 3/8”, 1/2”, 3/4” & 5/8” rod
x 1-1/8” thru 2-1/4” lengths

(Item #25-30-010 thru 025)

FULLY THREADED STUDS
Designed for use in pipe hanger systems.
3/8”-16 rod size
Zinc plated low carbon steel

3/8” rod x 2” thru 12” lengths
(Item #25-40-400 thru 406)

Longer sizes available.  Call for Details

HANGERS & FASTENERS
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THREADED ROD FASTENERS

ITEM #

25-30-314

25-30-315

25-30-315B

25-30-316

25-30-318

25-30-319

25-30-321

25-30-511

25-30-513

25-30-513

25-30-514

ROD
SIZE

3/8”

3/8”

3/8”

3/8”

1/4”

3/8”

1/2”

3/8”

3/8”

3/8”

3/8”

DESCRIPTION

1” BOTTOM MOUNT FOR WOOD

2” BOTTOM MOUNT FOR WOOD

2-1/2” BOTTOM MOUNT FOR WOOD

3” BOTTOM MOUNT FOR WOOD

2” BOTTOM MOUNT FOR WOOD

2-1/4” BOTTOM MOUNT FOR WOOD

3” BOTTOM MOUNT FOR WOOD

1” SIDE MOUNT FOR WOOD

2” SIDE  MOUNT FOR WOOD

2-1/4” SIDE  MOUNT FOR WOOD

2-1/2” SIDE  MOUNT FOR WOOD

ITW
SAMMY®

•

•

•

•

•

•

•

•

•

ARGCO®

BRAND

•

•

•

•

•

•

ELCO
HANGERMATE®

•

•

•

POWERS
VERTIGO®

•

•

•

•

•

•

•

•

SHANK DIA.

1/4”

1/4”

3/8”

1/4”

1/4”

5/16”

1/4”

1/4”

1/4”

5/16”

3/8”

ITEM #

25-30-301

25-30-302

25-30-303

25-30-304

25-30-305

25-30-306

25-30-307

25-30-308

25-30-309

25-30-310

25-30-311

25-30-320

25-30-501

25-30-502

25-30-503

25-30-526

25-30-527

25-30-528

25-30-532

ROD SIZE

3/8”

3/8”

3/8”

3/8”

3/8”

1/4”

1/2”

1/4”

3/8”

3/8”

3/8”

3/8”

3/8”

3/8”

3/8”

3/8”

3/8”

3/8”

3/8”

SAMMY®

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

•

ARGCO®

•

•

•

•

•

•

•

•

•

•

HANGERMATE®

•

•

•

•

•

•

•

•

•

•

•

•

VERTIGO®

•

•

•

•

•

•

•

•

•

•

•

SHANK DIA.

1/4”

1/4”

1/4”

1/4”

1/4”

1/4”

1/4”

1/4”

5/16”

1/4”

3/8”

12/24

1/4”

1/4”

1/4”

1/4”

5/16”

1/4”

12/24

DESCRIPTION

1” BOTTOM MOUNT FOR STEEL

1-1/2” BOTTOM MOUNT FOR STEEL

2” BOTTOM MOUNT FOR STEEL

2-1/2” BOTTOM MOUNT FOR STEEL

3” BOTTOM MOUNT FOR STEEL

1” BOTTOM MOUNT FOR STEEL

2” BOTTOM MOUNT FOR STEEL

2” BOTTOM MOUNT FOR STEEL

1-1/4” BOTTOM MOUNT FOR STEEL

1” BOTTOM MOUNT FOR STEEL WITH NUT

1-1/2” BOTTOM MOUNT FOR STEEL WITH NUT

1” BOTTOM MOUNT FOR STEEL WITH NUT

1” SIDE MOUNT FOR STEEL

1-1/2” SIDE MOUNT FOR STEEL

2” SIDE MOUNT FOR STEEL

1” SIDE MOUNT FOR STEEL WITH NUT

1-1/4” SIDE MOUNT FOR STEEL WITH NUT

1-1/2” SIDE MOUNT FOR STEEL WITH NUT

1-1/2” SIDE MOUNT FOR STEEL WITH NUT (12/24)

ITEM #

25-30-313

25-30-313B

25-30-313E

25-30-312

25-30-523

ROD SIZE

3/8”

1/4”

3/8”

1/2”

3/8”

3/8”

SHANK DIA.

5/16”

1/4”

5/16”

5/16”

1/4”

5/16”

DESCRIPTION

1-1/2” BOTTOM MOUNT CONCRETE

1-1/2” BOTTOM MOUNT CONCRETE (1/4” ROD)

2-1/4” BOTTOM MOUNT CONCRETE

1-1/2” BOTTOM MOUNT CONCRETE (1/2” ROD)

1-1/2” SIDEMOUNT CONCRETE

2-1/4” SIDEMOUNT CONCRETE

SAMMY®

•

•

•

•

HANGERMATE®

•

•

VERTIGO®

•

ARGCO®

DESCRIPTION

UNIVERSAL STEEL & WOOD SOCKET

UNIVERSAL STEEL & WOOD SOCKET  (SHORT)

CONCRETE SOCKET

RPM

500-1500 RPM

500-1500 RPM

NA

MOUNT

SIDE MOUNT

BOTTOM MOUNT

BOTTOM MOUNT

NUT DRIVERS
ITEM #

25-30-324V

25-30-324V-SH

25-30-313V-S

HANGERS & FASTENERS

Stainless Steel rod fasteners also available.
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THREADED ROD FASTENERS

HANGERS & FASTENERS

FREEDOM OF CHOICE

SWIVEL HEAD

TOGGLE FOR SHEETROCK

SAMMY XPRESS®

Direct vertical attachmen t in Metal Deck and Purlin for 1/4" and  3/8" rod.
Designed to provide direct attachment of threaded rod in metal deck (22-16 gauge) and thin
gauge purlin (18-16 gauge),while providing reduced installation costs in terms of time and mate-
rials. The X-Press Anchors eliminate the need for costly “armovers” in pipe hanging installations.
In many instances,access to the backside of the installed fastener is prohibited by panel liner or
roofing insulation.

X-Press Anchors consist of a threaded fastener and expandable sleeve. The X-Press System features an
easy-to-install anchor with expanding anchoring strips that collapse to prevent pullout after installation.

XP-20 Bottom Mount (12 ga steel) :  Item #25-30-350
XP-35 Bottom Mount (12 ga steel):  Item #25-30-355
SXP-35 Bottom Mount Swivel:  Item #25-30-351
XPIT  Installation Tool:  Item #25-30-360
XPIT  Drill Bit 25/64” :  Item #25-30-365

SAMMY® SST-30 (3/8” x 3”):  Item #25-30-322
SAMMY®SST-400 (1/4” x 3”):  Item #25-30-323
ARGCO® (3/8” x 3”):  Item #25-30-322A

Direct hor izontal attachmen t in Sheetrock or Plaster for 1/4" and  3/8" rod

XPRESS SWIVEL

•Install the SAMMY Swivel Head into angled z-purlin or wood
•Head swivels after complete installation.
•The swivel head allows rod to hang plumb.
•No need to bend rod!
•17° deflection from vertical (45° for TEK-50)
•Accomodates up to 3-1/2”x 12”pitch roof

SHGST-20 Bottom Mount Wood
(3/8” rod x 1/4” shank x 2” length)
Item #25-30-315SH

SHDSTR-1 Bottom Mount Steel
(3/8” rod x 1/4” shank x 1” length)
Item #25-30-310SH

NEW
SH-TEK-50 Bottom Mount Steel
(3/8” rod x 12-24 shank x 1-5/8" length)
45° deflection off vertical

ARGCO offers four different brands of threaded rod fasteners.
Everyone has a preference and a budget.
ARGCO gives you the freedom of choice, and has a product for
every application.

INSTALLATION TOOLS

Drill Bits, Sockets, Adapters, Extension Poles & Accessories available. Call for details.

In addition to the vertical and horizontal mount Wood,Steel and Concrete models,ARGCO also offers 
specialty fasteners:



For use in wood
zinc plated
Grade 2

For fastening light load attachments to wood beams.
Available zinc plated steel

zinc plated
Grade 2

WOOD DRIVE SCREWS

HEX HEAD LAG SCREWS

HEX BOLTS

HARDWARE

Spring Toggle Head Only
Finish:Zinc 
Material:Steel 
Type:Wall Anchor

Spring Toggle Head with bolt
Finish:Zinc 
Material:Steel 
Type:Wall Anchor

TOGGLE BOLTS

TOGGLE WINGS
1/8”, 5/16”, 1/4”, 3/8”, 1/2” sizes (Item #25-30-036 thru 041)

Machine Head,Round Head,Flat Head
1/8”, 3/16, 1/4”, 3/8”, 1/2” sizes (Item #25-30-050 thru 069)

1-1/2” & 2”
(Item #25-25-200 thru 203)

3/8” x 1-1/2” thru  3” sizes (Item #25-25-119 thru 122)

3/8”, 5/8”, 1/2”, 5/8”, 3/4”, 7/8”, 1”, 1-1/8” sizes up to 7” 
(Item #25-10-111 thru 192)
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Zinc plated steel
FLAT WASHERS

HEX NUTS  (Standar d and Heavy) 
zinc plated

Item #
25-11-230
25-11-231
25-11-232
25-11-233

ROD SIZE
3/8” 
1/2”
5/8”
3/4”

O.D.
1-3/8”
1-3/4”
1-5/16”

2”

Zinc plated steel
FENDER WASHERS

Item #
25-11-242
25-11-245
25-11-246

ROD SIZE
3/8” 
3/8”
1/2”

O.D.
1-1/2”

2”
2”

Nut & Bolt Packs:
Packaged with 4 nuts & 4 bolts
zinc plated
Grade 2

3/8”thru 1-1/2” sizes 1-1/8” sizes 
(Item #25-10-201 thru 220)

5/8”thru 7/8” sizes  (Item #25-10-130 thru 164-4 Pack)

Hex Nut & Bolt Packs 

HANGERS & FASTENERS



• For use in concrete,stone
• No layout or hole spotting required
• Heavy-duty anchor
• Finish: Zinc plated steel 

Powder actuated pins that have a threaded body that remains
above the concrete after installation.

Allows for fastening structures to the concrete.

DROP-IN ANCHORS
• For use in concrete,stone
• Use with machine screw,bolt or threaded rod
• Made of zinc plated steel
• Internal plug,pre-assembled
• For flush mounted installations
• One piece pre-assembled construction
• Setting tools available

WEDGE ANCHORS

THREADED STUDS

TOX PLASTIC ANCHORS
For masonry/concrete

SLEEVE ANCHORS

BOLT
SIZE

3/8”

3/8”

Item #

25-35-160

25-35-161

SIZE

1/2” x 2-1/4”

1/2” x 3”

CONCRETE ANCHORS

1/4”, 3/8”, 1/2”, 5/8” x 1” to 3-1/8” length
(Item #25-35-100 thru 104)

Mini Drop-In (Item #25-35-105)

1/4”, 3/8” & 1/2” sizes x 1-3/4” to 5-1/2” length
(Item #25-35-118 thru 147)

3/8” x 3” (Item #25-35-150)

RS27 Powder Loads 
.27 caliber 10 strip

POWDER LOADS

ITEM #

25-35-309

25-35-310

POWER
LEVEL

5

6

COLOR

RED

PURPLE

CALIBER

.27

.27

CL27 Powder Loads
.27 caliber Single 

ITEM #

25-35-317

25-35-318

POWER
LEVEL

5

6

COLOR

RED

PURPLE

CALIBER

.27

.27

DRILL
DEPTH

4”

10”

OVERALL
LENGTH

6-5/8”

12-5/8”

MODEL #

SDS5006

SDS50012
Carbide tip bits for drilling concrete

HAMMER BITS ITEM #

30-12-164

30-12-165

DIAMETER

1/2”

1/2”

COMPATIBLE WITH:  AEG PH210, PHE 16RL, 19RL, 26, 24, – B&D 5013-16, 5043-57 – BOSCH 11207, 10-13, 11215, 11221 to 28, HILTI TE 1, 5,10, 12, 14, 15, 17, 24 – HITACHI VRT-22, VA16, DH15 to 25 –, KANGO 200, 285, 327, 422,
426, 430D – MAKITA HR1821, 2511 – METABO 6010 to 6018, 6020 to 6028, MILWAUKEE 5362 to 5369, 5303, 5320, 5324 – PHILLIPS 555, 715 – PORTER CABLE 6039, RAMSET 425 – RYOBI ED211 – SKIL 1740
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HANGERS & FASTENERS

3/8”  x 1” (1-1/4” shank) Hilti 9190
(Item #25-35-365)



THREADED ROD TOOLS

•Unique die design protects the threaded rods from damage during cutting

•Easy to replace cutting dies

•No cleaning of rod needed after cutting...

Just screw nuts or hanger on the the cut end!

THREADED ROD CUTTER
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Threaded rod cutter with ratchet, excellent for in place rod cutting (3/8”Rod).

Ratchet action allows for easy overhead cutting.

Unique die design protects threaded rod from damage,no cleaning
or chasing necessary.Just cut & screw nut on the cut end.

Spring loaded pin protects user from injury by securing cut piece to the tool.

Rod Cutter Ratchet with Single Die (3/8"-16)  Item #30-99-120

THREADED ROD CUTTER - RATCHET STYLE

THREADED ROD CUTTER - REPLACEMENT DIES
The dies can be rotated when one side becomes worn.

When both sides have become worn and are no longer suitable for use, install new replacement dies.

Fits ARGCO 30-99-115 & 30-99-120

(Item# Number 30-99-114  set of 2)

THREADED ROD CHASER
•Designed to chase damaged 3/8" hanger rod threads

•Quickly chase the damaged thread after cutting rod with a bolt cutter

•End of the handle is concave,the stud point for use as a ram rod to insert
threaded studs into a powder actuated stud tool.

3/8":  Item #30-99-113

1/2":  Item #30-99-113-1/2

The fastest way to tighten threaded rod without  damaging the threads.

Available for 5/16”, 3/8”and 1/2”UNC.

THREADED ROD SOCKET & WRENCH

Rod Cutter with Single Die (3/8"-16) Item #30-99-115
Combo Rod Cutter with Double Die (1/4”-20 , 3/8”-16) Item #30-99-116
Combo Rod Cutter with Double Die (3/8” - 16, 1/2"-13) Item #30-99-117

Threaded Rod Socket (3/8"-16)  Item #30-99-119S

Threaded Rod Ratchet Wrench (3/8"-16)  Item #30-99-119W

HANGERS & FASTENERS



STRUT SUPPORT CHANNEL

24

•Quick,strong attachment of single or multiple pipes horizontally or vertically.

•Unlimited applications - range of system components.

•C-Profile with continuous slotted perforation & marked scale for easy measurement.

•Perforated to a repeated pattern designed to achieve strength requirements of the strut.

•Ideal for air duct support

•Material: Cold formed low-carbon strip steel. Pre-Galvanized ASTM A653 GR 33.

US STRUT SUPPORT CHANNEL

DEEP

•Protection caps for strut supports and wall hanger brackets

•Plastic end caps with grooves gives finished look

•Sharp edges are completely covered.

12 gage
US STRUT Deep
1-5/8” x 1-5/8” 
6” thru 60” long
(Item #25-40-591 thru 596)

12 gage
US STRUT Shallow
1-5/8” x 13/16” 
6” thru 60” long
(Item #25-40-584 thru 590)

SHALLOW

US Strut End Caps

LOCKING STRUT BOLTS
Preassembled:
(Zinc-plated 3/8”threaded bolt,U-shaped washer,hex nut,sliding nut w/spring)
•Fits all conventional support strut,both shallow & deep
•Simply insert and turn 90°...install hanger or clamp

STRUT NUTS
•Fits all conventional US strut 
•Made of zinc-plated steel

LOCKING STRUT NUTS 3/8”
•Preassembled strut nut in plastic holder.
•Fits all US Strut support channel,both shallow & deep
•Simply insert and turn 90°.Nut holds firmly in place - flush with channel

End Cap for US Strut Deep (Item #25-40-542)

End Cap for US Strut Shallow (Item #25-40-543)

Locking Strut Bolt 1” long for US Strut (Item #25-40-545)

Locking strut nut for US Strut (1/4”) Item #25-40-551
Locking strut nut for US Strut (3/8”) Item #25-40-554

Strut nut with long spring 5 mm for US Strut (deep)
Strut nut with long spring 10 mm for US Strut (deep)

Strut nut without spring 5 mm for US Strut
Strut nut without spring 10 mm for US Strut

STEEL BEAM CLEATS
•Fasten struts to steel girders without drilling or welding
•Pre-mounted for easy installation
•Fits all common girder sizes
•Zinc plated steel

Beam Cleat for US Strut (Item #25-40-556)

STRUT PIPE CLAMPS
•Pre-assembled with combo machine slot screw and nut.
•Twist inserted anywhere along the slot side of strut.
•Fits USStrut Shallow & Deep
•Zinc plated steel construction

Strut Pipe Clamps for US Strut 3/8” thru 8” 
(Item #25-30-346-3/8 thru 25-30-346-8)

HANGERS & FASTENERS



POST BASES (SADDLE SUPPORTS)
For attaching support strut cross members lengthwise & crosswise
•Length of strut,welded to a flat wall plate
•Slots in backplate for easy adjustment
•High load capacity
•Zinc plated steel

Postbase Lengthwise (US Strut) Item #25-40-271

Postbase Lengthwise (US Strut) Heavy Duty Item #25-40-272

Postbase Crosswise (US Strut) Item #25-40-270

Postbase Crosswise (US Strut) Heavy Duty Item #25-40-273

STRUT ACCESSORIES

LENGTHWISE

CROSSWISE

135° MOUNTING ANGLE
•Create angular strut connections without welds
•Pre-assembled with slide nut & plastic spring
•Install directly to walls,ceilings or floors
•Zinc plated steel

•Create angular strut connections without welds
•Pre-assembled with slide nut & plastic spring
•Install directly to walls,ceilings or floors
•Zinc plated steel

90° MOUNTING ANGLES

CROSS CONNECTOR
•Cross connections in wall installations & shelves of support struts
•Pre-assembled with slide nut & plastic spring
•Avoid twisted connections
•Zinc plated steel

X-CONNECTION PLATE

STRAIGHT STRUT CONNECTOR
•Easily connect end to end struts with pre-assembled connector,slide nut & 4 bolts
•Slide both sides of the connector into a strut end & tighten bolts
•Slide nut will hold assembly in place before final tightening
•Zinc plated steel (8”length)

•Quick and easy connection of strut angles and junctions
•Pre-assembled with slide nut & plastic spring
•Holes align with struts allowing through bolt connection
•Zinc plated steel

•Quick and easy connection of strut angles and T-junctions
•Pre-assembled with slide nut & plastic spring
•Holes align with struts allowing through bolt connection
•Zinc plated steel

Item # 25-40-535USA

T-CONNECTION PLATE
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EURO STRUT SUPPORT CHANNEL

Description

Insulation for EURO Strut 10 ft. roll

Item #

25-40-519

25-40-522

25-40-524

O

9/16”

9/16”

9/16”

T

1/16”

1/16”

1/16”

EURO-STRUT DIMENSIONS
LENGTH

1 ft.

4 ft.

4 ft.

Profile (WxH)

1-3/16” x 5/8”

1-3/16” x 1-3/16” 

1-3/16” x 1-3/4” 

•Extruded rubber profile
•Noise and vibration resistant
•Made of black EPDM rubber

Part #

25-40-530

Metric

30x15mm

30x30mm

30x45mm

EURO-Strut Insulation

H

W

O

T

/

/ INCLUDES END CAPS

EURO-STRUT

1-3/16” x 5/8”
30mm x 15mm

1-3/16” x 1-3/16”
30mm x 30mm

1-3/16” x 1-3/4”
30mm x 45mm

Material:  Cold formed low-carbon strip steel. Pre-Galvanized 14 Ga.

•Pre-Cut lengths,saving you time and money.
•14 Gage galvanized steel construction.
•Quick,lightweight,strong attachment of single or multiple pipe runs.
•Unlimited applications - range of system components
•Perforated to a repeated pattern designed to achieve strength
requirements of the strut

•Ideal for air duct support

•Galvanized steel construction - Includes end caps

•C profile with continuous perforation.

•Ideally suited as a load-bearing cantilever bracket.

•Stable construction due to solid base plate.

•Slotted holes in the base plate allows height adjustment.

•Can be used as a cantilever bracket for air conditioners,
air ducts & cable trays.

•Includes end caps.

Profile

1-3/16” x 13/16” x 12” long (30x20x300mm)

1-3/16” x 1-3/16” x 9” long (30x30x250mm)

1-3/16” x 1-3/16” x 16” long (30x30x400mm)

1-1/2” x 1-5/8” x 9.5” long (38x40x240mm)

1-1/2” x 1-5/8” x 16” long (38x40x440mm)

1-1/2” x 1-5/8” x 19” long (38x40x480mm)

1-1/2” x 1-5/8” x 25” long (38x40x640mm)

Item #

25-40-560

25-40-561

25-40-563

25-40-564

25-40-565

25-40-566

25-40-567
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WALL HANGER BRACKETS

HANGERS & FASTENERS



•Protection caps for strut supports and wall hanger brackets
•Plastic end caps with grooves gives finished look
•Sharp edges are completely covered.
30 x 15 mm (Item #25-40-540)

27 x 18mm/30 x 20 mm (Item #25-40-540A)

30 x 30 mm (Item #25-40-541)

30 x 45 mm (Item #25-40-544)
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STRUT END CAPS (EURO)

LOCKING STRUT NUTS FOR EURO-STRUT
•Fits EURO-Strut support channel & wall hanger brackets
•Pre-assembled zinc-plated slide nut for easy fitting
•Simply insert and twist - then tighten nut.

Locking Strut Nut (female) 1” for EURO-Strut (Item #25-40-545)

EURO STRUT ACCESSORIES

LOCKING STRUT BOLT FOR EURO-STRUT
Preassembled: 3/8” thread x 1”long threaded stud,washer,hex nut,slide nut with plastic spring)
•Fits all EURO-Strut support strut & strut wall hanger brackets
•Simply insert into strut and twist...tighten nut and you’re done!

Locking Strut Bolt (male) 1” long for EURO-Strut (Item #25-40-548)

MOUNTING ANGLES
•Create angular strut connections without welds
•Pre-assembled with slide nut & plastic spring
•Install directly to walls,ceilings or floors

CROSS CONNECTOR
•Cross connections in wall installations & shelves of support struts
•Pre-assembled with slide nut & plastic spring
•Avoid twisted connections

STRAIGHT STRUT CONNECTOR
•Easily connect end to end struts with pre-assembled connector,slide nut & 4 bolts
•Slide both sides of the connector into a strut end & tighten bolts
•Zinc plated steel (8”length)

X-CONNECTION PLATE
•Quick and easy connection of strut angles and junctions
•Pre-assembled with slide nut & plastic spring
•Holes align with struts allowing through bolt connection

T-CONNECTION PLATE
•Quick and easy connection of strut angles and T-junctions
•Pre-assembled with slide nut & plastic spring
•Holes align with struts allowing through bolt connection

HANGERS & FASTENERS



FURNACE/AIR HANDLER VIBRATION ISOLATION HANGERS 
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VIBRATION ISOLATORS

DESCRIPTION

Duct Fixing Angle Type 1 (L)

Duct Fixing Angle Type 2 (L)

Item #

25-40-175

25-40-170

Max. Rec.Load

52 lbs.

180 lbs.

•Vertically fastens to top or side of beam
•Easy to install suspension for air ducts
•Features rubber sound insulation
•Easy alignment and height adjustment with threaded rod
•Holes to fasten to air duct with rivets,screws or bolts
•Zinc plated steel 1/8”thick for 3/8”rod
•Ideal for hanging furnaces.

•Fasten around square or spiral ducts,
corrugated steel,suspended air ducts

•Flexible - Bend by hand to customize attachment
•Perfect sound insulation for ceiling panels
•Fits all duct diameters 

Duct Fixing Bracket (V) Item #25-40-172

DUCT FIXING BRACKET (V)

“L” “Z”

EARTHQUAKE VALVE SUPPORT KITS

Support bracket for seismic gas shut-off valves.
Rigid connection to the structure guarantees a reliable performance of the system.
The support transmits shock waves to the seismic gas shut-off valve which shuts off
immediately.

•The pipe clamp allows pipe range size of 3/4" - 2"
•Los Angeles City approved kit
•Strength of the support make it better able to withstand external forces
which can cause damage,false or nuisance activations

•Includes anchors for concrete and lag screws for wood
•Compatible with all brands of Seismic shutoff valves.
*Shutoff valve sold separately

SONIC EQUIPMENT SUPPORT

Elastic insulated
rubber dampener
resists vibration
and sound.

DESCRIPTION

Duct Fixing Angle Twin Type 1 (Z)

Duct Fixing Angle Twin Type 2 (Z)

Item #

25-40-176

25-40-171

Max. 
Rec.Load

52 lbs.

180 lbs.

3/4” thru 4” Kits:  

(Item #25-40-570 thru 577)

Kits include:
•Wall Hanger Bracket
•2 Tox Plastic Anchors

for masonry/stucco
•2 Lag Screws 3/8” x 3”
•2 Flat Washers
•Locking Slide Bolt
•Two Screw Pipe Clamp

•Sound insulated wall fastening of air conditioning systems,pumps,domestic water tanks
•Preassembled components makes for easy installation
•Easy to adjust height

Description

Sonic Equipment Support 25”

Sonic Insulation Dampener

Part #

25-40-580

25-40-581

18”x 18”Sheets (81 - 2”x 2”x 3/4”thick) waffle pad
Easily cut into sections
Made of neoprene rubber
Anti-skid and corrosion proof

SONIC ANTI-VIBRATION PAD

18” x 18” sheet
(Item # 25-40-582)

HANGERS & FASTENERS



Designed to eliminate notching
& wrapping of pipe when
running water lines thru framing.
Reduces water line noise and
vibration.

No corrosion – made of durable, low-density
polypropylene (gray color).

1/2” thru 1” Item #25-45-155 thru 157

Slides into Sturdy bracket,and tightens with bolt
3/8” threaded rod,threads into hanger.
(Item #25-40-220)

STUD SUPPORTS
One hammer blow will sink the two barbs to hold the support for nailing.

STUD GUARDS
•Affixed to the face of 2 x 4 members to protect utilit y pipes and to
prevent nails from penetrating into hidden live wires (NMC Cable )
which may be running through notches or through the drilled
holes in the stud.

•18 gage steel with nail sharp points 

•FHA & BOCA Safety Plates also available

ITEM #

25-30-290

25-30-291

25-45-250

25-45-251

25-30-295

25-45-264

25-45-266

SIZE

1-1/2” x 3”

1-1/2” x 6”

3” x 5” (16 ga)

3” x 5”

5” x 6”

1-1/2” x 8”

1-1/2” x 18”

STUD GUARDS/SAFETY PLATES

ITEM #

25-45-295

25-45-296

25-45-297

DESCRIPTION

Stud Support Single (16 ga)

Stud Support Double (16 ga)

Stud Support Triple (16 ga)

single         double

COPPER PLATED STUB OUT BARS

PS-2(holds 1/2”, 3/4”, 1” tubing)
Item #25-45-002

PS-1(holds 1-1/2”)
Item #25-45-001

PLUMBING BRACKETS

29

PIPE ISOLATORS

HANGERS & FASTENERS

Sturdy bracket - single inserter (17.5” or 28” long)  25-40-201

STURDY BRACKET INSERTER

For fixing pipe between studs for
residential & commercial applications.

•Avoid corrosion problems resulting
from condensation of metal pipes

•Eliminate the sound bridge of 
rattling pipes between walls, floors
and ceilings

STURDY BRACKETS

SNAP & SLIDE BRACKETS Ideal for supporting PEX,CPVC or copper tubing for
radiant heat as well as for stubbing out
copper tubing or CPVC supply lines.

DESCRIPTION

1-Tab Bracket w/2 1/2” Clamps  

1-Tab Bracket w/2 3/4” Clamps 

1/2” Snap N’ Slide Clamp Only  

3/4” Snap N’ Slide Clamp Only  

ITEM #

25-45-150

25-45-151

25-45-152

25-45-153



THREAD SEALANTS

•Chemically hardens in the
absence of air into a tough,
structural solid.

•Will not loosen,set or shrink

•Only put on 1st,2nd &3rd
threads ...uses less material

•Instant low pressure seal

•Cures to pipe burst pressure

•Allows for adjustment & alignment
of fittings after application

•Permits disassembly

•Pipe joints and fittings are locked
against vibration loosening

•Withstands temperature up to 400°F

•Seals regardless of a multitude of mistakes

•Comparable to Loctite* 565
*LOCKTITE IS A REGISTERED TRADEMARK OF LOCTITE CORP. NEWINGTON, CT

SUPER DOPE™ Anaerobic Thread Sealant

50 ml tube to 14 liter can sizes:  10-10-085 thru 089 

•Easier to apply

•Easier to pull up on pipe wrench

•Greatly reduced effort

•Eliminates leaks

•Sticks to hot,oily pipe

•Less dripping

•Saves oil,dies and money

For use on steel,aluminum,
brass,copper, iron,reinforced
fiberglass,PVC,CPVC and ABS
threaded connections

TUF-GLIDE™  Thread Sealant Paste with PTFE

1/2 pint to 55 gallon sizes:  (10-10-004 thru 011)

#1 Selling PTFE Paste in the Fire

Sprink ler Industr y!

Soft setting pipe joint compound that seals threaded joints,gasket surfaces and mating surfaces.

Resin-based brushable paste which remains permanently flexible,adheres to internal surfaces and fills voids.
Excellent for use on metal and plastic materials subject to extreme vibrations.

LEAK LOCK™ Joint Compound

1.3 oz tube to 55 gallon sizes:  (10-10-049 thru 071)

•Low viscosity porosity sealant

•Seeks out casting irregularities and penetrates the smallest pores or cracks

•Wicking adhesive sealant prevents loosening of metal threaded fasteners

•Sets into a strong insoluble polymer

•Fluorescent under UV lamps for inspections
•Comparable to Loctite* 270

*LOCTITE IS A REGISTERED TRADEMARK OF LOCTITE CORP. NEWINGTON, CT

SUPER WELD™ Anaerobic Weld Sealant - Stops Pinhole Leaks in Metal Pipe in Minut es

50 ml to 1 liter sizes:  (10-10-098 thru 100)
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ANTI-SEIZE™ Compound
Lubr icant, Sealant and Protectiv e Coating
Aluminum basedcompound contains no copper, lead or zinc. Use on all metals, including aluminum and stainless steel.Meets
or exceeds all MIL-A-907 requirements.

Copper based compound contains copper flake and graphite and is lead-free.
Prevents rust and corrosion over broad temperature ranges. Exceeds MIL-A-907E.

Anti-Seize aluminum base 8 oz. or 16 oz. brush top cans: Item # 10-11-002 thru 003 

Anti-Seize copper base 8 oz. or 16 oz. brush top cans: Item # 10-11-012 thru 013 

PIPING CHEMICALS



Tuf-Cut Clear™
NO SULPHUR - NO FUMES!
If air circulation is a problem,use Tuf-Cut Clear Oil.
•Light mineral oil base provides better lubrication and
heat dispersion characteristics and prevents binding
and catching of dies.

•Resists evaporation and will not freeze.

•Specially developed for threading.

•For all materials: steel,stainless steel,non ferrous material,plastic.

•High lubricating and cooling effect.

•Well suited as a cooling lubricant for sawing metals.

•No Dripping Mess

Tuf-Cut Dark™
(with 2% activ e sulphur)

TUF-CUT™ Pipe Threading Oil

TUF-LUBE™ Grooved Coupling Grease

•Sulphur added to prevent metal-to-
metal contact,and  reduce friction
and heat build-up.
•Chlorine added as a catalyst to
activate the release of sulphur at an
even lower temperature.
•Light mineral oil base provides better
lubrication and heat dispersion
characteristics and prevents binding
and catching of dies.

TUF-CUT™  Aerosol Threading Oil

Tuf-Cut Dark aerosol spray oil 19 oz. can:  Item #10-10-038
Tuf-Cut Clear aerosol spray oil 19 oz. can: Item #10-10-039

Tuf-Cut dark 1, 5, 55 gallon sizes:
Item # 10-10-140 thru 143

Tuf-Lube 4-1/2 oz. tube:  Item # 10-10-030
Tuf-Lube 1 quart tub:  Item # 10-10-031
Tuf-Lube 55 gallon drum:Item # 10-10-032

THREADING OIL

COUPLING GREASE
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THREAD SEALANT TAPE WITH PTFE

Industr ial Grade
High Density Premium
Color Coded
Meets MIL Spec T- 27730A

60-10-260
60-10-262
60-10-264
60-10-265
60-10-267
60-10-269
60-10-270
60-10-271
60-10-272

60-10-160
60-10-162
60-10-165
60-10-167
60-10-168
60-10-169

60-10-170
60-10-171
60-10-172
60-10-173
60-10-174
60-10-175

1/2” x 260” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
1/2” x 520” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
1/2” x 1296” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
3/4” x 260” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
3/4” x 520” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
3/4” x 1296” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
1” x 260” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
1” x 520” STANDARD 0.4 DENSITY INDUSTRIAL GRADE
1” x 1296” STANDARD 0.4 DENSITY INDUSTRIAL GRADE

1/2” x 260” PINK 0.8 HIGH DENSITY
1/2” x 520” PINK 0.8 HIGH DENSITY
3/4” x 260” PINK 0.8 HIGH DENSITY
3/4” x 520” PINK 0.8 HIGH DENSITY
1” x 260” PINK 0.8 HIGH DENSITY
1” x 520” PINK 0.8 HIGH DENSITY

1/2” x 260” YELLOW GAS TAPE FULL DENSITY
1/2” x 520” YELLOW GAS TAPE FULL DENSITY
3/4” x 260” YELLOW GAS TAPE FULL DENSITY
3/4” x 520” YELLOW GAS TAPE FULL DENSITY
1” x 260” YELLOW GAS TAPE FULL DENSITY
1” x 520” YELLOW GAS TAPE FULL DENSITY

PIPING CHEMICALS

Tuf-Cut Clear 1, 5, 55 gallon sizes:
Item # 10-10-145 thru 147



FIRE STOP
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•Ideal firestop for fire-rated walls and floors in new or retro-fit construction
•Easy installation: Hand-packed,troweled,caulked or pumped
•Does not smoke,flame,or give off noxious fumes under fire conditions

Intumescent for plastic or Endothermic for metal pipe

Fast drying permanent marking available in many colors!

PT Pipe Marker:yellow,red,green,orange,blue & white - fiber point

Texpen:yellow,orange,green,blue,red & white - ball point

Pentel 100 W jumbo white - fiber point

Solid marker Paint Stick yellow,blue &white

Black marker jumbo felt for boxes

Waterless hand cleaner with Lanolin
Excellent for tar,grease,graphite,putty,dye,carbon adhesives,paint, ink & asphalt.

Easily removes the toughest grease and dirt.
A gentle-on-the-hands formula that cleans and conditions your hands to prevent chapping and drying.
22 oz tube: Item# 10-15-155

Firestop CI Intumescent caulk (for plastic) 10.1 oz. tube:  Item #10-15-122:  

Firestop CE Endothermic caulk (for metal) 10.1 oz. tube:  Item #10-15-125 

PAINT PIPE MARKERS

HAND CLEANER

PROPYLENE GLYCOL - INDUSTRIAL
•Clear,colorless,practically odorless liquid
•Hygroscopic
•Completely soluble in water,and miscible
with most organic solvents

10-10-220: Glycerine 5 gallon (USP Grade)

10-10-221: Glycerine 55 gallon (USP Grade)

Used in fire protection and hydronic heating systems
exposed to cold weather.

Dilute product by 50% for most situations
10-10-209: Prop. Glycol 1 gallon

10-10-210: Prop. Glycol 5 gallon

10-10-211: Prop. Glycol 55 gallon

10-10-212: Prop. Glycol 55 gallon (USP Grade)

GLYCERINE  - for plastic pip e

ANTI-FREEZE TESTER
For propylene glycol

REFRACTOMETERS
The most accurate testing method for determining
freeze point of glycol.
Full Misco line available.

FREEZE PROTECTION

30-99-173: Anti-Freeze Tester (for prop. glycol)

30-99-172: Refractometer (for prop. glycol)

30-99-178: Digital Refractometer (for prop. glycol or glycerine)

Firestop CE Endothermic 
for metal 5 gallon pail:  Item #10-15-127

PIPING CHEMICALS



EXTRUDED FLEXIBLE PTFE GASKET TAPE
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PVC PIPEWRAP UPC Approved
Pipewrap tape provides a waterproof barrier to prevent corrosion of ferrous and other metal pipe used in 
underground applications or anywhere rust and corrosion must be avoided.
Available in 10 and 20mm thickness,also available UPC approved.
PVC Pipewrap UPC printed 2” & 6” sizes x 10 or 20 mil available (Item #60-15-205 thru 211)
PVC Pipewrap unprinted 1”, 2” & 6” sizes x 10 or 20 mil available (Item #60-15-104 thru 110)

•Compresses into a uniform shape

•High compressibility means only light flange bolt
pressure is required to seal effectively

•Ideal for filling irregularities on sealing surfaces,
increases reliability, increases service life of flanges,
and can continue to give good service

•Sealing surfaces part freely and need no scraping

ELECTRICAL TAPE
Each roll of electrical tape is individually wrapped to maintain freshness and elasticity, indefinitely.

Electrical Tape 3/4” x 60’ --  Available Black, White, Green, Yellow, Blue, Orange, Grey, Brown 

(Item #60-15-120 thru 128)

15-97-003: 1/4” x 50 ft.
15-97-005: 3/8” x 25 ft.
15-97-007: 1/2” x 15 ft.
15-97-010: 5/8” x 15 ft.
15-97-012: 3/4” x 15 ft.
15-97-015: 1” x 15 ft.

VALVE STEM PACKING
15-97-018:3/32" x 25'
15-97-019:3/32" x 50'
15-97-020:1/8" x 72'
15-97-021:3/16" x 75'
15-97-022:1/4" x 31.5'
15-97-023:1/4" x 19.4'
15-97-024:3/8” x 9'
15-97-024:1/2” x 5.1'

ADHESIVE TAPES

CARTON SEALING TAPE
Carton sealing tape is very cost-effective,and is ideal for carton shipments.
It is available in see-through clear type.
Carton tape offers excellent adhesion to any clean,dry surface.
Carton Sealing Tape - clear 2” x 110 yd.  Item #60-15-150

FILAMENT STRAPPING TAPE 
Tough nylon filaments guarantee tremendous
strength for bundling pipe,binding boxes,or any
other use.
Made in America.
60-15-071: Filament Strapping Tape - 3/4” x 60 yd.

DUCT TAPE
Cloth-backed,vinyl impregnated
duct tape for sealing ducting,or
general purpose applications.
60-15-080: Duct Tape - 2” x 60 yd.

ANAEROBIC ADHESIVES

Thread Lockers, Nutlo ck,Studlo ck,Retaining Compounds, Gasket Makers
Super-WeldTM anaerobic adhesives cure in the absence of air in the presence of metal
part activation.
They chemically harden to form a tough structural solid that prevents vibration loosen-
ing and seals against leakage and corrosion.
It cures to form a tough,durable polymer with excellent chemical and environmental
resistance.
Available in a range of strengths,viscosities and cure speeds to meet every application.

PIPING CHEMICALS



PIPING TOOLS

Power Drive only

PT®Threading Machine
Features:
New Genuine Ridgid 811® Diehead
Genuine Ridgid®1/2”& 3/4”and 1”-2”HSS Dies
•PT 38 RPM Power Drive with Footswitch
•PT® Carriage,Cutter,Reamer
•PT® Oiler & Stand
•One Gallon Tuf-Cut Dark Threading Oil
•ALL PARTS INTERCHANGEABLE
WITH Ridgid®

1 YEAR
WARRANTY

item #
33-01-000: PT Threading Machine Complete
33-01-000PD: PT Power Drive & Footswitch Only

PIPE THREADING

Threading
Machine

Complete

DESCRIPTION
22A® Threading Machine
22A® Threading Machine reconditioned
Open wheel stand with tool tray

RIDGID® 535 
THREADING MACHINE

DESCRIPTION

#300 Ridgid® Power drive and footswitch
#300 Ridgid® CompleteTM

#535 Ridgid® Complete 36 rpm
#700 Ridgid®115v Hand power threader
Reconditioned #300 Ridgid® Power drive and footswitch 
Reconditioned #300 Ridgid® CompleteTM

Reconditioned #535 Ridgid® Complete 36 rpm 
Reconditioned #700 Ridgid®115v Hand power threader

ITEM #

RIDG41855
RIDG15682
RIDG93287
RIDG41935
RIDG41855RECON
RIDG15682RECON
RIDG93287RECON
RIDG41935RECON

RIDGID MODEL 300®
POWER DRIVE

RIDGID®  700
HAND POWER THREADER

RIDGID
MODEL 300
COMPLETETM

COLLINS CLASSIC 22A®
Motor:Heavy Duty 115 volt universal 2-3/4 hp motor .
Wheel Stand optional

ITEM #
ROTH00579
ROTH00579RECON
ROTH00045

Complete line of Rothenberger
machines

and tools available.

RIDGID® is a trademark of RIDGID, Inc.  The trade dress of the RIDGID® Model 300 Power Drive product is a  trademark of RIDGID, Inc.  ARGCO is not an authorized distributor of RIDGID® products
Reconditioned products reconditioned by ARGCO. All original manufacturer’s warranties and certifications, including UL and CSA, are disclaimed and are null and void.”
ARGCO offers a full one year warranty on all reconditioned products.
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Reconditioned Power Drives
and Threading Machines

available.

Complete line of Ridgid®
machines

and tools available.
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RIDGID®

CROSS REF #
68815
42385
45515
47065
43400
46235
46205
46215
46210
46220

42365
36277
47155
43790
43230
44700
46665
47065
46585
46515

42370
43625
33400
34305
34310
43595
33105
44185
34780
45435
45505
45520

97065
32205
97020
43360
46520
39860
39950
26957
39970
59832
40922
47765
47770

42360
43475
42870
42990
41235
46670
46675
44225
40930
41265
89720
41270
40945

45325-30

RIDGID
CROSS REF # 

45385
40940
44230

72337
72327
72332
73072
41660
41705
41780
40640
41790
41765
41665

46740
46735
44505
36662
36642
50612
36762
68880

46790
40270
43735
46500
45260
44095
43740
44165
44100
45335
45345
45270
44715
44090
44720
46050
44725
44425
44525
44985
45005
30017

44545
45025
44540
45370
44565
44010
44015
86680
86685

44460
47765
47770
47785
47790
50985
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THREADING MACHINE REPLACEMENT PARTS

ITEM #
33-02-100
33-02-100A
33-02-101
33-02-103
33-02-104
33-02-105
33-02-106
33-02-107
33-02-108
33-02-114

33-01-100

33-02-200
33-02-201
33-02-202
33-02-203
33-02-204
33-02-205
33-02-206
33-02-103
33-02-208
33-02-209

33-02-300
33-02-301
33-02-302
33-02-303
33-02-304
33-02-305
33-02-306
33-02-306A
33-02-307
33-02-308
33-02-309
33-02-310

RIDG97065 
33-02-401
33-02-402
33-02-403
33-02-404
33-02-405
33-02-406
33-02-407
33-02-408
33-02-409
33-02-410
33-04-302
33-04-303

33-03-100
33-03-101
33-03-102
33-03-103
33-03-104
33-03-105
33-03-106
33-03-107
33-03-108
33-03-109
33-03-110
33-03-111
33-03-112
33-03-113

DESCRIPTION
Carriage with lever
Carriage Lever kit 
Carriage stop bolt assembly
Carriage reamer hinge pin
Carriage lever arm assembly
Carriage handgrip
Carriage eye bolt assembly
Carriage collar assembly
Carriage shoulder bolt
Carriage thumbscrew

Carriage Assembly w/Genuine Ridgid Diehead

Reamer complete
Reamer cone
Reamer pin
Reamer bar
Reamer arm
Reamer latch spring
Reamer latch
Reamer hinge pin
Reamer knob
Reamer Screw 1/4” - 20 x 3/4”

Cutter complete
Cutter screw handle
Cutter roll housing assy
Cutter roller
Cutter roll pin
Cutter frame
Cutter wheel HD
Cutter wheel standard
Cutter wheel pin
Cutter retaining pin
Cutter support arm
Cutter hinge pin

Genuine Ridgid 811 Diehead complete 
Diehead Screw 1/4” - 20 x 5/8” SHCS (2)
Diehead retaining ring
Diehead cam plate
Diehead throw out lever
Diehead lock screw
Diehead link
Diehead lever washer
Diehead clamp lever
Diehead post
Diehead head with post
Dies universal 1/2” & 3/4” NPT
Dies universal 1” to 2” NPT

Stand complete
Stand tool tray
Stand base
Stand tray & leg assembly
Stand tray support w/screws
Stand bolt 3/8”-16 x 2” (5)
Stand bolt 3/8”-16 x 2-3/4” (5)
Stand nut 3/8”-16 (5)
Stand lock washer 3/8” (5)
Stand pin with washer (3)
Stand washer (3)
Stand set screw 3/8” - 16 x 1”
Stand leg chain 
Stand front & rear leg 

DESCRIPTION
Stand wing nut 3/8” - 16 (5)
Stand grommet (5)
Stand washer 3/8” (5)

Oiler complete
Oiler pump gun w/hose & fittings
Oiler pump gun
Oiler hose w/fitting
Oiler drip pan
Oiler drip pan coupling
Oiler drip pan washer metal
Oiler drip pan hex nut
Oiler drip pan washer rubber
Oiler drip pan strainer
Oiler bucket (incl. 4-9)

EC power cord with plug (115V)
EC power cord grommet
EC switch
EC foot switch (remote)
EC foot switch  (hardwired)
EC switch box
EC micro switch for foot switch
EC line cord for foot switch

MC rear screw 12-24 x 3/4” (6)
MC rear lock washer (6)
MC rear centering head
MC rear centering jaw (3)
MC rear step pin (3)
MC rear scroll
MC rear back plate
MC rear centering assembly(1-7)
MC drive shaft
MC rear bearing - bronze
MC thrust ring
MC front bearing bronze
MC jaw insert set (3)
MC chuck jaw set
MC snap ring (2)
MC set screw 1/4” - 18 x 1/4” (2)
MC ring assembly (2)
MC support bar (includes #19)
MC spring ring (2)
MC 1st gear assembly
MC 2nd gear assembly
MC ring gear

Motor brush cap set
Motor brush holder set (2)
Motor brush set (2)
Motor drive gear assy (38 rpm)
Motor armature bearing
Motor armature (115V)
Motor field (115V)
Motor white lead wire
Motor red lead wire

Dies universal HSS 1/4” & 3/8” 
Dies universal HSS 1/2” & 3/4” 
Dies universal HSS 1” to 2”
Dies universal stainless 1/2” & 3/4” 
Dies universal stainless 1” to 2” 
Dies grooving 1” to 2”

ITEM #
33-03-115
33-03-116
30-03-117

33-03-200
33-03-201
33-03-202
33-03-203
33-03-204
33-03-205
33-03-206
33-03-207
33-03-208
33-03-209
33-03-210

33-03-305
33-03-307
33-03-311
33-03-312
33-03-314
33-03-315
33-03-320
33-03-321

33-04-101
33-04-102
33-04-103
33-04-104
33-04-105
33-04-106
33-04-107
33-04-108
33-04-109
33-04-110
33-04-116
33-04-117
33-04-127
33-04-128
33-04-131
33-04-132
33-04-133
33-04-134
33-04-137
33-04-138
33-04-139
33-04-140

33-04-220
33-04-221
33-04-222
33-04-223
33-04-224
33-04-225
33-04-226
33-04-229
33-04-230

33-04-301
33-04-302
33-04-303
33-04-304
33-04-305
33-04-311

PT® DIES



Pipe Horses (set of two)
Item #33-05-300

PIPING TOOLS
PIPE STANDS
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TRI-STAND CHAIN VISE
•Large working surface,6”pipe capacity.

•Integral legs and tray fold in for easy carrying and set up.

•Large vise base overhangs front legs for clear tool swing.

•Complete with slots for hanging tools,pipe rest, three pipe benders,and ceiling brace screw.

•All parts interchangeable with competitive models.

FOLDING V-HEAD PIPE STAND
•2,000 lb (900 Kg) capacity
•Folding legs
•Set screw
•1-1/2" acme adjustment thread
•V-head locks for storage
•Lightweight (21 lbs.)
•Convenient carrying handle
•Large comfortable adjustment handle
•1" (25 mm) square legs
•Adjustable 27”to 42”height

2-1/2” FOLDING TRI-STAND VISE

Item #
33-05-250

Item #
(33-05-500)

2-1/2” model
Item #33-05-501

•1/8”to 2-1/2" (3-60 mm) pipe capacity 
•Cast iron vise with forged jaws
•1/2" pipe bending shoes 
•1" heavy wall tubing for greater stability 
•Large rubber skid pads bolted to legs 
•Lightweight (29 lbs.)
•Soft-grip carrying handle

BENCH MOUNT 
CHAIN VISES

2” to 6” model
Item #33-05-502

Item #
33-05-100

FOOT VISE
Portable
Pipe Vise

•Lightweight & portable.
•Mount to work bench or use on floor.
•Self adjusting jaws ensure the firm grip of pipe.
•Heavy Duty heat treated jaws.

1” to 1-1/4” model
Item #33-05-400

1-1/4” to 2” model
Item #33-05-401

PIPE HORSES  Adjustable Pipe Platf orms
•Perfect for fab work in the field or shop
•Supports up to 10 feet of pipe on two horses
•Made of heavy duty schedule 80 pipe
•Brackets and bolts provided,you just supply 1-1/2”schedule 40 pipe

Ball Transfer head
Fits over V-Head

DESCRIPTION

Stand V-head tall  (28” to 48”)

Stand V-head low (22” to 40”)

Stand Roller head tall  (31” to 51”)

Stand Roller head low (25” to 43”)

Stand Ball transfer head  

ITEM #

33-05-200

33-05-201

33-05-202

33-05-203

33-05-204

PIPE SIZE

1/8” -  12”

1/8” - 12”

1/2” x  12”

1/2” x  12”

3/8” x  10”

•Strut tension plate for lateral support
•1" square tube base construction
•Lockwasher for fast height positioning
•Acme threads for accurate safe,setting
•Heavy Duty,convenient adjustment handle

Two models:
1/8” to 2-1/2" &
2” to 6”pipe capacity 
•Cast iron vise with forged jaws.

PIPE STANDS



DROP HEAD THREADER DIE HEADS &DIES
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PIPE WRENCHES
ALUMINUM PIPE WRENCHES

DESCRIPTION
Pipe wrench aluminum 10” 
Pipe wrench aluminum 14”
Pipe wrench aluminum 18”
Pipe wrench aluminum 24”
Pipe wrench aluminum 36”
Pipe wrench aluminum 48”

STRAIGHT PIPE WRENCH

PT® Replacement parts interchange with all popular models
Lifetime warranty on handles

Same specs as the iron wrench
...but  weighs 40% less.

REPLACEMENT PARTS FOR
WRENCHES

Cast Iron Wrenches Available.  Call for Details

ITEM #
33-06-101
33-06-103
33-06-104
33-06-105
33-06-106
33-06-107

PT® parts interchangeable with popular dr op head threaders

ITEM #
33-06-602
33-06-603
33-06-604
33-06-605
33-06-606
33-06-607
33-06-608

33-06-700

33-06-703
33-06-704
33-06-705
33-06-706
33-06-707
33-06-708

DESCRIPTION
Drop head complete 3/8”
Drop head complete 1/2”
Drop head complete 3/4”
Drop head complete 1”
Drop head complete 1-1/4”
Drop head complete 1-1/2”
Drop head complete 2”

Drop head ratchet handle

Drop head dies HSS 1/2” NPT 
Drop head dies HSS 3/4” NPT 
Drop head dies HSS 1” NPT 
Drop head dies HSS 1-1/4” NPT 
Drop head dies HSS 1-1/2” NPT 
Drop head dies HSS 2” NPT

ITEM #
33-06-725
33-06-730
33-06-732
33-06-737
33-06-739
33-06-750
33-06-760

DESCRIPTION
HPD Armature for hand power drive
HPD Field for hand power drive
HPD Motor brush holder for hand power drive
HPD Motor brush set for hand power drive
HPD Switch for hand power drive
HPD Power cord for hand power drive
HPD Carrying case for hand power drive

HAND POWER DRIVE PARTS

Stainless Steel dies also available

MANUAL PIPE THREADING

PIPE CUTTERS
4-Wheel Hinged Cutt er

Four wheels cut steel,stainless steel,cast and ductile iron with only 90° to 110° handle swing.

Only 4”clearance required around pipe.

Tracks every time.
DESCRIPTION

Cutter  4 wheel hinged (2” - 4”)
Cutter  4 wheel hinged (4” - 6”)
Cutter 4 wheel hinged (6” - 8”)

Cutter Wheel  1” to 2-1/2”  
Cutter Wheel  2” to 4” 
Cutter Wheel  4” to 6”
Cutter Wheel  6” to 12” 

item#
33-09-301
33-09-302
33-09-303

33-09-310
33-09-311
33-09-312
33-09-313

PIPING TOOLS

Full line of cutt er wheels available
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PORTABLE ROLL GROOVERS
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Roll Grooving Attachmen t
for Threading Machine (1-1/4” to 12”)  

•PT-100:  2” to 6” roller &shaft
(sch. 40 &thin wall)  33-09-100

•PT-150:  1-1/4” to 6” roller &shaft
(up to 3” sch. 40  4”-6” thin wall) 33-09-101

•PT-300:  8” to 12” roller &shaft
(sch. 20 &thin wall)  33-09-102

•PT-1000:  1-1/4” to 12”
(three roller &shaft sets) 33-09-103

PORTABLE ROLL GROOVER

ROLLVERINE® HYDRAULIC ROLL GROOVER
Revolutionar y,
New, Hydraulic Roll-Groover
Made in USA

2” to 6” sch 40:  Item #3309225 

1-1/4” to 6” sch 40  up to 3” and 
sch. 10 up to 6”:   Item #3309226 

8” to 12” roller & shaft  set
for sch 40 thin wall: Item #3309229

•Quick mounting and removal on Ridgid 300®
•May be used with carriage assembly in place.
•Roll grooving is done on the bottom of the pipe.
•No need to adjust pipe stand when changing pipe sizes.
•Groove pipe in forward or reverse direction.
•Heavy duty grease and grease gun included.
•Roll groove 2”sch 40 pipe in only 13 seconds!

Capacity: 1-1/4” - 6” sch 40 or
thin wall steel pipe

Compatibility: chuck in a
Ridgid 300TM

(Item # PACE1039)

PACE® 1039 MULTI-GROOVER

HAND OPERATED HAND PUMP HYDROSTATIC TEST PUMP

General #6334 Electric Hydrostatic Test
Pump 3/4 HP, 350 PSI, 3 GPM 
(Item# 30-99-161)

Pressure testing residential water

tanks and solar systems to 200 PSI.

Includes valve,gauge and hose.
(Item# 30-99-150)

HYDRAULIC ROLL GROOVERS

Two tools in one!
•Goes from in-place grooving to
machine grooving in one motion.
•Totally portable.

HYDRAULIC ROLL GROOVER
PT® Hydraulic Roll Grooving Attachment
Capacity:2" to 12" Schedule 10-40 pipe.
Mounts quickly and easliy to PT® Power Drive and RIDGID® 300.
Integral hydraulic hand pump applies 5000 psi at the grooving roll.
Includes metal safety guards.
One (1) 2"-6" Schedule 10/40 Roll Set.
One (1) 8"-12" Schedule 10 (8" Schedule 40) Roll Set.

(Item # 33-09-200)

Electr ic & Gas Powered Hydrostatic
Test Pumps up to 100 PSI Available.

TEST PUMPS
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HOLESAWS PT’sTM bi-metal holesaws are constructed of
hardened, heat resistant high speed steel teeth,
exhibiting  exceptional strength & durability.

PipingtoolsTM variable pitch all-purpose holesaws cut
through wood,metal,or plastic and can be used in a
wide variety of applications.

5/8” to 4-3/4” sizes (Item # 30-10-401A thru 446A)
Arbors & Pilot Bits also available.

12 piece Sprinkler Kit (30-10-460A)
15 piece Sprinkler Kit (30-10-461A)
10 piece Plumber’s Kit (30-10-462A)
15 piece Plumber’s Kit (30-10-463A)
10 piece Electrician’s Kit (30-10-464A)
15 piece Electrician’s Kit (30-10-465A)

HOLESAW
KITS

•Secure grounding of the electric drill to the pipe eliminates shock danger
•Insulated handle for advancing drill affords additional
protection against shock
•Drill won’t bind and twist to injure fingers or wrist
•Mounts easily and quickly to various pipe sizes 
•Cuts up to 4-1/2”

PT®Hole Drilling Tool
(Milwaukee Drill Optional)
(Item #30-99-093)

HOLE DRILLING TOOL

On Center®
Pipe Centering Punch

HOLE DRILLING

Magnetic center punch and
level combination accurately
locates  position of holes to be
drilled into pipe.

•1”to 10”pipe capacity.

(Item #30-99-106)

BENDERS
MECHANICAL BENDER
For IMC and Rigid Conduit

•Ratchet or direct bending
•Heavy-duty design for years of service
•Includes bending angle indicator for easy,accurate,consistent bends

PT® 1/2”, 3/4”, 1”  Mechanical Bender
(Item# 33-20-800) 

PT® 1-1/4”, 1-1/2”  Mechanical Bender
(Item# 33-20-801) 

Angle Indicator

HYDRAULIC PUNCH KITS
•Fast,easy punch kit for 10 gauge mild steel conduit.

•Punches 10 times faster than wrench method.

•Will also drive 751 Cable Cutter head.

•Powerful 11 ton hydraulic ram.

•Can be used with non-round punches
(adapter may be required).

Replacements parts available!  Call for details

PT® 1/2”  to 2” Punch Kit
(Item #33-20-850A) 
Includes: Driver, 7200 psi hydraulic hand pump,
Standard punches, dies & draw studs for 1/2” thru 2”
conduit.
Adapter, spacers, step bit, Sturdy steel case.

PT® 1/2”  to 4” Punch Kit
(Item #33-20-870A) 
Includes: Driver, 7200 psi hydraulic hand pump,
Standard punches, dies & draw studs for 1/2” thru 4”
conduit.
Adapter, spacers, step bit, Sturdy steel case

HOLESAWS

PIPING TOOLS



Cuts copper,brass,
aluminum tubing.
Telescoping feed screw.
Spare cutter wheel
included in knob.
Reamer included.

PIPING TOOLS

COPPER TUBING TOOLS
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COPPER TUBING CUTTER

1/8” to 1-1/8” (Item # 33-09-470)
1/8” to 1-5/8” (Item # 33-09-471)

Cuts to 1-3/8" PEX Pipe
Heat treated steel blade
Easy open ratchet assembly

PEX TUBING CUTTER
1-3/8”

DEBURRER

item # 33-09-490
(includes extra blade)

Pistol Grip-MCC Model
(Item #33-09-350)

Pistol Grip 
Import Model
(Item # 33-09-350A)

COPPER TUBING EXPANDER
Hand tube expander for tube
installations without fittings.

For soft copper tube 3/8" to 1-1/8"
Includes expander drive,expander heads
(3/8",1/2",5/8",3/4",7/8",1-1/8”),

Tubing Cutter & Reamer,Deburrer

and plastic carrying case.
(Item # 33-09-520)

COPPER TUBING BENDER

5/16" to 1-1/8" (33-09-450) 

1/8" to 3/8" (33-09-455)

5/8" (33-09-460) 

7/8" 33-09-465)

RATCH-CUT
Metal Handle Copper Tubing Cutt ers
Suitable for use on mild or stainless steel,copper or
thinwall PVC and CPVC tubing.

For soft copper tube 3/8" to 7/8",
up to 90°.
Complete with bender drive,
bending formers (3/8",1/2",5/8",
3/4",7/8")
Two universal crossbars with sliding
pieces.

Includes Plastic carrying case.
(Item # 33-09-500)

PLASTIC PIPE CUTTER
PVC/CPVC/PEX,ETC
1/2” to 1-5/8”

PLASTIC CUTTING TOOLS

SAWS & BLADES

Ratchet Model
(Item # 33-09-365)

HACKSAWS

BI-METAL RECIPROCATING BLADES PORTABLE BANDSAW BLADES

High Tension Hacksaw Frame 12”
(Item #30-10-080A)
Bi-Metal blades
14,18,24,32 TPI
(Item #30-11-103A thru 106A)

Strong Cutting
Shatter resistant 
Several sizes available
(Item #30-10-309A thru 315A)

1/2”wide x 44-7/8”long x .022”thick
Cuts carbon steel,light alloy,molded
steel,tool steel,stainless steel.
14,18,24 TPI available
(Item #30-11-202 thru 204)

X-BAND BATTERY POWERED
PORTABAND SAW
•One-handed cordless band saw
•Cutting Capacity:2-1/2”
(Item # 30-99-001)
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Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

GROOVED PIPING PRODUCTS

STANDARD RIGID GROOVED COUPLINGS

1” thru 12” sizes
(Item # 70-10-001 thru 012)

FLEXIBLE GROOVED COUPLINGS

1” thru 12” sizes
(Item # 70-10-015 thru 026)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

REDUCING COUPLINGS

2” x 1-1/4”  thru 8” x 6” sizes
(Item # 70-10-110 thru 120)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

MECHANICAL TEE (GROOVED)

2” x 1-1/4” thru 8” x 4” sizes
(Item # 70-10-415 thru 446)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

MECHANICAL TEE (THREADED)

2” x 1” thru 8” x 3” sizes
(Item # 70-10-304 thru 339)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

U-BOLT MECHANICAL TEE

1-1/4” x 1/2” thru 2-1/2” x 1” sizes
(Item # 70-10-285 thru 296)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

PIPE COUPLINGS & FITTINGS
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Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

GROOVED PIPING PRODUCTS

90° ELBOWS

Short:  2” thru 8” sizes
(Item # 70-10-032 thru 038)

Long:  1-1/4” thru 12” sizes
(Item # 70-10-041 thru 051)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

45° ELBOWS

1-1/4” thru 12” sizes
(Item # 70-10-062 thru 072)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

STRAIGHT TEE

Short Radius:  2” thru 8” sizes
(Item # 70-10-085 thru 091)

Standard Radius: 1-1/4” thru 12” sizes
(Item # 70-10-092 thru 101)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

END CAPS
Grooved End Caps:
1-1/4” thru 12” sizes
(Item # 70-10-125 thru 135)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

CONCENTRIC REDUCERS

1-1/2” x 1-1/4” thru 12” x 10” sizes
(Item # 70-10-150 thru 181)

Suitable for fire protection services,water supply systems and
other process systems of higher work pressure.
Ductile Iron construction.
Non-lead orange paint
Conforms to ASTM A536

FLANGE ADAPTERS

2” thru 12” sizes
(Item # 70-10-450 thru 458)

Grooved End Caps with hole:
2-1/2” thru 12” sizes
(Item # 70-10-136 thru 143)

PIPE COUPLINGS & FITTINGS
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FIBERGLASS ROPE & TAPE

•Continuous protection to 1000° F (538° C)
•Non-asbestos
•Lightweight
•Strong &safe
•Abrasion resistant
•Low irritation factor

FIBERGLASS ROPE
Knitted fiberglass rope offers the advantages of economy with more consistency
and workability without sacrificing any of the physical,chemical or high
temperature characteristics.

1000° F  - available high density or low density.
• High Density is more firm, dense material that

resembles twisted rope. 
• Low Density is soft and easily compressible for gasketing,

caulking for oven and furnace doors and expansion joints.

Call for quotes on square dry packing, vermiculite coated,
and 2300°F temp. ropes.

•Continuous protection to 1000° F (538° C)

Applications: pipe wrap,gasketing,expansion joints,heat shields

•Special sizes available

•Wire inserted & pressure sensitive available

•Government specification HH-P-0031

FIBERGLASS TAPE

PLAIN FIBERGLASS TAPE
BOLT HOLE (drop warp) Manufactured from 

textured fiberglass yarns.
It contains no compounds,cement or
wire.Temperature rating of 1000° F.

Easy to wrap,takes a radius of 90° F without buckling,and because of its
cellular knitted construction, it is more durable under abrasive condi-
tions and provides better insulating properties.

Continuous protection at 1000° F.

Applications: pipe wrap,gasketing,
expansion joints,heat shields

•Special sizes available

•Government spec.HH-P-0031

WINDOW TAPE

Continuous protection at 1000° F.
For boiler door and oven door seals
•Special sizes available
•Government spec.HH-P-0031
100 ft. rolls

Available plain and rubberized.
Call for quotes on wire inserted, folded, dry-stitched,
PTFE tape, PTFE impregnated, vermiculite coated
and 2300° temp. tadpole tapes.

FIBERGLASS TADPOLE TAPE
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2300° (Vacuum Form or Hot Face) 1900° (for backup only)

Ideal for furnace,boiler duct and stack lining due
to its low thermal conductivit y and low heat
storage allowing shorter cycle times and quicker
access for maintenance.

Manufactured with fibers that are
bonded and preformed into insulating
board products. Mineral wool insula-
tion provides superior fire-resistance.

Handhole & Manhole gaskets manufactured from texturized fiberglass yarns twisted with a
brass wire then coated with a white rubber compound.
Handhole:1/2”,5/8”& 3/4”flange sizes
Manhole:1”and 1-1/4 flange sizes

•Temperature rating: 300° F to 550° F

•Available PTFE coated 

FIBERGLASS GASKETS

FIBERGLASS WIRE INSERTED HANDHOLE & MANHOLE GASKETS

CERAMIC FIBER LD BOARD MINERAL WOOD BLOCK

6 lb. and 8 lb.  25’ X 2 ft.

6 lb. and 8 lb. available in several sizes:
1/2” thru 1-1/2” thick x 1” thru 3” wide 
25 ft. lengths

•Non-asbestos

•Excellent high temperature seals & gaskets

•Excellent thermal shock &corrosion resistance

•2300° F temperature rating 

•Tapes and other textiles available

HIGH TEMPERATURE MATERIALS
CERAMIC FIBER BLANKETS

CERAMIC FIBER STRIPS

CERAMIC FIBER ROPE

CB FIRESIDE KITS
CB 15-40 HP/36” diameter
Item #15-20-200 •   CB#880-213

CB 50-100 HP/48” diameter (old)
Item #15-20-202 •   CB#880-214

CB 250-350 HP/78” diameter
Item #15-20-208 •   CB#880-217

CB 125-200 HP/60” diameter
Item #15-20-206 •   CB#880-216

CB 400-800 HP/96” diameter
Item #15-20-210 •   CB#880-218

CB 50-100 HP/48” diameter (new)
Item #15-20-204 •   CB#880-215

LE Fireside Boiler Kits:
60” boiler kit (880-782)  Item #15-20-250
78” boiler kit (880-655)  Item #15-20-251
96” boiler kit (880-656)  Item #15-20-252

CB WATERSIDE KITS
NEO/EPDM Gasket TOPOG-E  CB 15-40 HP/36” dia.
Item #15-20-101 •   CB#880-204

Spirotallic Gasket • Non-Asbestos (0-999 psi)
Item #15-20-102 •   CB#880-205

Spirotallic Gasket • Non-Asbestos (0-999 psi)
Item #15-20-104 •   CB#880-206

NEO/EPDM Gasket TOPOG-E  CB 15-100 HP/48” dia.
Item #15-20-111 •   CB#880-209

Spirotallic Gasket • Non-Asbestos- (0-999psi)
Item #15-20-112 •   CB#880-210

NEO/EPDM Gasket TOPOG-E  CB 125-800 HP/60-96” dia.
Item #15-20-117 •   CB#880-212

“CB” and “Cleaver Brooks” are registered trademarks of the Cleaver-Brooks division of Aqua-Chem, Inc.  The products described herein are not manufactured or authorized by
Cleaver-Brooks, nor is ARGCO in any way associated or affiliated with Brooks or Cleaver-Brooks or Aqua-Chem, Inc.

FIRESIDE & WATERSIDE KITS

BOILER SPECIALTIES
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High performance aerosol spray adhesive for
permanent or temporary bond.

12 oz. can
Item #10-10-021

SPRAY ADHESIVE

BOILER TILE, GASKETS & PARTS

Single Spiral 
2”,  2-1/2”,  3” sizes
Item #15-20-900-902

Double Spiral 
2” & 2-1/2” sizes
Item #15-20-903 & 904

SHEET PACKING MATERIAL
Rubber,Compressed,Blue T-Lon Sheet,Graphite Laminate,Tetrablue,Cork & Rubber Sheet,Vegetable or Cork Fiber & PTFE Sheets.

FLUE BRUSHES

CB BOILER TILE
Replacement boiler tile for 36”,48”(old& new style),60”, 78”, 96”and Watertube boilers

INNER DOOR DROP-IN INSULATION KITS
48”,60”,78”,96”sizes available 

TOPOG-E MOLDED RUBBER GASKETS
Topog-E®-the original molded rubber gasket stops leaks and protects the life of steam boilers,water heaters,air
tanks,and other selected pressure vessels. Used in steam boilers operating at up to
180 psi and 380° F.

SPIRAL WOUND GASKETS
Boiler Manhole Cover,Handhole & Tubecap 

Fully equipped spiral wound department,press and machine shop
Style 14 standard - 304 stainless steel and non-asbestos winding
Other metals - 316SS,347SS,monel,nickel,titanium, inconel,hastelloy
Other fillers - PTFE,ceramic,grafoil
Special metal gaskets - heat exchanges,corrugation, solids,french types, lead gaskets,single and double jackets

DIECUT BOILER GASKETS  Neoprene good to 15 lbs.pressure and 250° F temperature for hot water boiler.

Handhole and Manhole Styles.

MCDONNELL MILLER NON-ASBESTOS GASKETS

FLANGE GASKETS (Red Rubber,Non-Asbestos) (Ring or Full Face) 150# and 300# in stock.

NUT, BOLT & GASKET PACKSIncludes Grade 2 zinc plated hex head bolts & hex nuts.

PTFE envelope gaskets in three standard styles with almost any combination of filler materials. Fillers and envelopes are
available individually for customer assembly.

Style 110:designates a slit or V-type envelope.

Style 115:a machined or milled center envelope.
Style 100:a form shield envelope for use where large ID,OD,or oval shape openings cannot be satisfied by a slit or
milled type envelope.

ENVELOPE GASKETS

SHEET PACKING MATERIAL
Compression type packings are the most common means of controlling fluid loss in mechanical equipment. Made from soft,pliant materials,
they find major use in rotary,centrifugal and reciprocating pumps,valves,expansion joints,and many other types of mechanical equipment.

ACCESSORIES



White Cotton
Canvas 8 oz. 

(55-10-104)

Brown Jersey
9 oz. 

(55-10-105)

Brown Jersey
14 oz. 

(55-10-106)

PVC Dot Palm
Canvas 8 oz. 

(55-10-103)

String Knit
8 oz. 

(55-10-104)

Welder’s 
Fully lined 
(55-10-125)

Pile-lined Winter
Premium Grain

Pigskin
(55-10-175)

Leather Driving 
Premium Grain

Pigskin
(55-10-165)

Heavy Cotton
Chore 18 oz.

(55-10-165)

Leather Palm
with Cuff 
(55-10-120)

Cordless LED Work Lights

•13W Fluorescent Light 
•Max Working Power:1,875W
•80,000 hours
•Adjustable Hand Strap 
•2 Swivel Hooks 

Power Cords

12/3 50’ round power cord (UL) (30-99-301)
12/3 100’ round power cord (UL) (30-99-302)
14/3 50’ round power cord (UL) (30-99-310)
10/3 50’ round power cord (UL) (30-99-311)
10/3 100’ round power cord (UL) (30-99-312)

12/3  2’ tri-tap power cord (UL) (30-99-308)
12/3  50’ tri-tap power cord (UL) (30-99-304)

25’ trouble light (30-99-307)
50’ trouble light (30-99-306)

POWER CORDS & WORK LIGHTS

30 LED (30-99-304)

60 LED (30-99-305)

MISC. TOOLS & SHOP SUPPLIES
GLOVES

STABILA Type 196 Levels

16”  (STAB37416)
24”  (STAB37424)
48”  (STAB37448)

STABILA Type HL-100 Laser Hole Locator Kit 

(STAB08000)

Easily drill holes in a row.  
For holes from 3" to 4 3/4" in wood, steel studs & TJI's
Kit includes a 10" die cast magnetic level 

Full STABILA line available.
Call for details

Sprink ler-Vac 
Water Pump Vacuum (Dual Vac)
Remove water left in a piping system after draining,repairs and modifications.
When connected to piping the water distribution system becomes a vacuum
system.
The Sprinkler-Vac combines the benefits of a wet/dry vacuum and a sub-
mersible pump.
When a normal wet/dry vacuum fills with liquid the user must stop and empty,
a time wasting effort.
With the Sprinkler-Vac,a Submersible pump and a series of floats will keep the
canister empty.
Designed to run unattended so you can spend time making money not
cleaning up water.

Item# 30-99-185
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LEVELS & LASERS

Tape Measures

1” x 25 ft. 
(30-99-111)

Custom personalization available

MISC. TOOLS

9” magnetic torpedo level 
(30-99-100)

Pliers

Straight jaw tongue & groove pliers
V- jaw tongue & groove pliers
Nutbuster pliers
Griplock utility pliers
Long nose pliers
Lineman’s pliers



RNR Tools
Toll Free: 800.555.2444

Fax: 800.276.9008

www.rnrtools.com


